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I. INTRODUCTION 

The methods of detecting radio-frequency energy have been improved 

roughly propoTtiona1 to  our need to observe newly discovered sources  of 

energy. As these sources ,  whether man-made o r  natural  in  origin, 

become weaker in  power and shor te r  in wavelength, detection problems 

correspondingly multiply. This  report  concerns a n  attempt to improve 

detection capabilities in  the mil l imeter  wavelength region. 

A. Microwave Rece ivers  and Their Limitations 

Most p r  e sently available mill imeter - wave detection s ystem s 

make use of germanium or  silicon crys ta l  diodes in  the radio-frequency 

s tages  of energy conversion. These diodes, used ei ther  as  d i rec t  video 

de tec tors  o r  as  f i r s t  detectors  in  superheterodyne radiometers ,  unfortunately 

posses s  c r i t i ca l  design c r i te r ia .  

increase ,  smal le r  and thus m o r e  efficient c rys ta l  components a r e  needed. 

The s ize  and efficiencp l imitations a r e  fas t  becoming rea l i t i es  in  a t tempts  

to sat isfy present  day needs. 

As frequency and sensitivity requirements  

While simple yet increasingly insensitive c rys t a l  video detection 

is becoming thus limited, superheterodyne techniques a r e  a l so  facing 

difficulties a t  shor te r  wavelengths. 

inefficient bandwidth utilization, and difficulty of alignment a r e  only a few 

such problems.  Attempts to overcome these b a r r i e r s  general ly  involve 

1 
s t i l l  m o r e  complex instrumentation; highly selective harmonic mixing, 

multiple coherent local oscil lator signals, and synchronized frequency 

Lack of sufficient local oscil lator power, 

2 
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5 
sweeping of osci l la tors  a r e  severa l  examples. 

Other l e s s  successful detection schemes  have appeared f r o m  

time to time. 

energy to microphonic signals through rf heating of a n  enclosed gas ,  

suffers  f r o m  lack of frequency discrimination as  well as  slow response.  

Vacuum tubes with purposely la rge  electron t ransient  t imes  have a l s o  been 

used. 

cur ren t  variation i n  the presence of rf energy. 

the defocusing effect of microwave energy on the electron beam of a t ravel-  

The Golay Cell, a transducer which converts microwave 

These tubes observe the space charge change and result ing plate 

4 
A re lated scheme uses  

5 
ing wave tube to  cause a detectable reduction in beam current .  

noise levels  often l imit  these electron-motion detectors.  

owes i t s  feasibility to the behavior of microwave energy in the presence 

of ionized gases .  

Excessive 

Another method 

6 

Bolometers  a r e  yet another means of detecting rf signals. This 

type of element is character ized by a change in te rmina l  res i s tance  as  i t s  

t empera ture  is changed due to absorbed energy. 

requi re  o r  make use of wide frequency bands of energy, a bolometer physi- 

cally distributed over a large fraction of the energy wavelength posses ses  

a distinct advantage for  impedance matching, resulting in  wide bandwidth 

power absorption character is t ics .  Such a c l a s s  of bolometer rf detectors ,  

heretofore  relatively insensitive and slow i n  response,  is the subject of this  

investigation. 

F o r  applications which 
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B. Detection of Noise Power 

The monitoring of electromagnetic energy having the charac te r -  

i s t i c s  of noise places  special  bandwidth demands upon detection techniques 

and components. The rms of signal level uncertainty can be expressed  as 

a function of the equivalent temperature  of a black body as  follows, where in 

each case  the smallest  input signal that can be observed is taken to be equal 

to the mean internal  rece iver  noise level: 
7 

for  a superheterodyne radiometer ,  

AT = NT ,/z 
i f  

whe re  

AT = minimum detectable tempera ture  change 

N = noise factor for the rece iver  

T = equivalent temperature  of in te rna l  rece iver  noise 

Bif 

B = bandwidth of output low-pass f i l ter ,  

= bandwidth of i. f. ampl i f ie r ( s )  

and for  a video radiometer ,  

where 

2 d Z m  
MKBo AT = 

K = Boltzmann's constant 

M = figure of mer i t  f o r  the video detector element, and 

B = noise bandwidth of the video detector element. 
0 
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P e r  unit bandwidth, the signal-to-noise ra t io  of a good super -  

heterodyne receiver  far exceeds that of a correspondingly good video rece iver .  

However, the above theoretical  expressions for the two types of r ece ive r s  

show that video detection can possibly be more  sensitive than the super -  

heterodyne scheme. The key to such sensitivity comparisons is found in  

bandwidth considerations. F o r  the superheteordyne radiometer  the minimum 

detectable temperature  change is inversely proportional to the square root of 

the r e c e i v e r ' s  i. f.  bandwidth. 

t empera ture  change is inversely proportional to the video bandwidth. 

the la t te r  bandwidth can conceivably be m o r e  than a million times the fo rmer ,  

F o r  a video sys tem the minimum detectable 

Since 

n sensit ivity possibil i t ies become obvious. Therefore,  for  a minimum 

eignal level uncertainty i t  is  desirable  to observe as wide a band of frequencies 

as  possible with a detector having a low internal  noise level. 

C. A Video Detector of Infrared Energy 

The video bandwidth potentialities discussed above have been 

utilized by Texas Instruments,  Inc., in the inf ra red  region with a cooled 

bolometer-type device made of germanium (see Appendices 1 and 3) .  

success  of this  doped semi-conductor as a sensitive bolometer detector l i e s  

in  the existence of a low temperature  (below 25°K) anomaly f i r s t  discovered 

by Hung and Gliessman. This  i r regular i ty  consists of a s teep slope region 

of the resis t ivi ty  ve r sus  temperature  curve, thus giving such a cooled 

element abnormal  sensitivity for  detecting small changes in  the equivalent 

noise tempera ture  of a source. 

a tu re  for  doped germanium is shown in Fig. 1. 

The 

8 

A typical graph of res is t ivi ty  v e r s u s  temper-  

8 
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With the above sensitivity possibilities in  mind a rf video detector 

of noise power is an  interesting application of the Texas Instruments in f ra red  

receiver .  The extension of this  bolomter-type detection scheme to milli- 

me te r  wavelengths is the central  theme of the work descr ibed herein.  

D. Problems of Adapting the IR Detector to  Mill imeter Wavelengths 

The only new problem anticipated for  adapting a n  inf ra red  

radiation balometer receiver  to mill imeter wavelengths was  the method b y  

which longer wavelength r f  radiation could be fed to  the relatively small, 

cooled germanium element. Obviously, then, e lec t r ica l  impedance matching 

problems had to be reconciled with thermal  difficulties in o rde r  that the 

all of the available input energy. 



11. CONSIDERATIONS AND EXPERIMENTS T O  DETERMINE THE 

RECEIVER COMPONENTS 

Although a successfully sensitive bolometer receiver  will likely find 

i t s  best  use for detecting radiation of approximately three mi l l imeters  o r  l e s s  

in wavelength, it  was decided to f i r s t  construct a longer wavelength proto- 

type of the system. 

and thus eas ie r  to  manage waveguide and components, prompted a choice of 

the 8 . 6  mill imeter region fo r  evaluation purposes. 

system a t  Ka band would certainly be useful in evaluating and scaling to 

higher frequencies where it would then be possible to use smal le r  and thus 

m o r e  sensitive bolometer elements.  The already successful infrared energy 

bolometer detector mentioned in Part I suggests that such a scheme can help 

to span the present gap in detection capabilities a t  submill imeter wavelengths. 

The ready availability of tes t  facil i t ies,  as  well as  l a rge r  

A workable bolometer 

A. Influence of Cryogenics upon R F  Considerations 

In order  for the cooled, bolometer detector to be adapted to the 

mill imeter-wave region, two obvious yet basic requirements  must  be met: 

(1) the available rf energy must be absorbed by the bolometer,  and ( 2 )  the 

bolometer must  be operated in a n  extremely low temperature environment, 

The problem of simultaneously satisfying both of these stipulations can be 

approached from either of two directions: 

to an  existing rf configuration, or ( 2 )  adapting a rf configuration to a n  exist-  

ing cryogenic system. 

long as  rf energy is received by the bolometer. 

(1) adapting a cryogenic sys tem 

The rf configuration pe r  s e  is ra ther  a r b i t r a r y  so 

On the other hand i t  i s  

-6 -  



7 

desirable  that the cryogenic system possess  the following at t r ibutes:  (1) a 

physical layout which pe rmi t s  rf  energy penetration into the cooled region, 

( 2 )  a cryogenic potence which will maintain the des i red  low tempera ture  for 

a minimum of severa l  hours  t ime,  and ( 3 )  laboratory convenience insofar as  

size, weight, and operation a r e  concerned. Therefore,  i t  was of pract ical  

significance to  choose f i r s t  a sat isfactory cryogenic sys tem and then the 

most  compatible rf configuration. 

B. Choosing the Cryogenic Apparatus 

The only pract ical  means presently used for  cooling devices 

below about 100°K is by thermal  contact with liquefied gases .  

the low tempera ture  charac te r i s t ics  of four of the most  commonly used 

cryogenic liquids. 

Table 1 shows 

9 

Sub stance 

Helium 

Hydrogen 

Oxygen 

Nitrogen 

Table 1 

Fusion Temp. , OK Boiling Point, "K  

- 

13 .96  

5 4 . 4 0  

63 .  15 

4 . 2 1 6  

2 0 . 3 9  

9 0 . 1 9  

7 7 . 3 4  

A s  seen f rom Fig. 1, the temperature  range which produces the 

rapidly changing resis t ivi ty  desirable  for  germanium bolometry is between 

about 1°K and 10°K. 

used fo r  producing such tempera tures .  

liquid hel ium can provide temperatures  of less than 1°K. 

F r o m  Table 1 it is obvious that liquid helium must  be 

Reduction of the vapor p r e s s u r e  over 
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The heats  of vaporization f o r  cryogenic liquids a r e  relatively 

F o r  liquid helium the heat of vaporization (about 90  joules per mole)  small .  

is so small that the liquid itself has  very l i t t le cooling power. 

reason  helium vapor, o r  indirect  contact through a high heat capacity 

metall ic plate, is  usually used to cool equipment to liquid helium tempera-  

tu res .  Also, b y  far the most  effective means of providing the near  perfect 

insulation required for such a liquid i s  by vacuum isolation, so long as  

appropriate  measu res  a r e  taken to minimize heat t ransfer  by radiation 

and s t ruc tura l -member  conduction. Therefore,  mos t  helium dewars  incor-  

porate vacuum insulation, radiation shielding, indirect  cooling, and some- 

t imes  a "nitrogen jacket" for  a pre-cooling effect. 

As previously mentioned, an inf ra red  energy bolometer-type 

rece iver  is marketed by Texas Instruments, Inc. This  receiver  u ses  as  

a means of cooling the bolometer one of s eve ra l  (see Appendix 2 )  vacuum 

in sulat e d, radiation shielded, non- nitrogen - j a cke t ed, liquid helium de war  s 

produced by the same company. It was decided to  u s e  this  same dewar a s  

a start ing point f rom which to  attempt to develop a suitable mi l l imeter -  

wavelength receiver.  

F o r  this  

9 

Insofar as rf design was concerned, the infrared-detector dewar 

a r rangement  presented a well-defined objective. The bolometer, necessar i ly  

located i n  thermal  contact with the liquid helium, was positioned such that 

in f ra red  radiation could be acc6pted from a n  exter ior  source through a 

focusing arrangement .  

that  no conduction heat-leaks to the helium a r e  introduced. 

This scheme of energy input is of course ideal in 

However, it  
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was  apparent a t  the outset that energy focusing a t  rf wavelengths might 

prove a ra ther  unwielding manner i n  which to effect a good source-to- 

bolometer impedance match. It was thus necessary  to  consider a l ternate  

methods of energy delivery to the cooled, vacuum-surrounded bolometer. 

C. R F  Configuration Possibil i t ies 

Three  methods were  considered for getting a r f  signal into the 

low tempera ture  space containing the bolometer: 

1. 

2. 

optical beaming using a dielectr ic  lens  

plexiglass or  polystyrene dielectr ic  waveguide for the 

290C O temperature transit ion,  and 

3. regular  coined silver waveguide thermally open- 

circuited at  one or  more  points by slight separation 

of choke flanges. 

Helping to dictate these choices was the problem of matching 

the load impedance of the small bolometer element to  the wave impedance 

of the rf signal. The following ideas  were investigated with regard  to  the 

matching problem: 

1. placing the element on a non-enclosed pedestal  backed 

by a metall ic tuning-plate (applicable to Nos. 1 and 2 

above) 

2. mounting the element in  a low-Q cavity into which the 

signal is fed 

3. placing a rectangular element broadside a c r o s s  a 

tunable section of waveguide, and 
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4. placing a rectangular element lengthwise ( s imi la r  to  

a slab attenuator) in  a tunable section of waveguide. 

Several  other r a the r  impract ical  schemes were  considered only conceptually. 

D. Experiments in Delivering Energy to the Cooled Region 

The experimental  work described below was performed to  choose 

the best  method for  delivering rf energy through the extreme tempera ture  

transit ion to the cooled region containing the bolometer.  

1. Dielectric lens  

A dielectr ic  lens  was de signed and subsequently machined 

f rom a s lab of polystyrene in an effort to provide a means  of focusing the rf 

energy ( see  Fig. 2-a). The lens,  flat on the input face and convex on the 

other, was designed for  a focal length of 3.41 inches. 

end of a horn  antenna and fed by a 35 Gc signal. 

It was mounted in  the 

Ideally, a lens  was needed to focus essentially all the 

energy to  a n  a r e a  of approximately 16 square mil l imeters .  

predicts  that the smallest  a r e a  into which a monochromatic signal can  be 

However, theory 

focused is a c i rc le  whose diameter is the wavelength of the signal. Hence, 

a t  best  only about one-third of'the eight mi l l imeter  signal can be beamed 

direct ly  onto the small slab of germanium. 

Field probing t e s t s  and t ransmiss ion  coefficient measu re -  

men t s  of the beam focused by the above lens  indicated that a much bet ter  

technique of feeding energy to the bolometer was needed. 

of the widely dispersed signal reflected f rom a metall ic backing plate was 

The field strength 

essent ia l ly  the same  as  the signal incident to a small absorbent element, 
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indicating that a t  most only a small fraction of the energy was absorbed. 

Adjustment of the plate had no significant effect on the ex t reme mismatch 

provided by this scheme. A parabolic reflecting plate was considered but 

not t r ied.  

Perhaps  bet ter  focusing could be accomplished with a 

lens  having a f / d  ratio* nea re r  the optimum value of approximately 0.42. 

However, due to the cooling arrangement,  a small cone-angle of beam 

convergence had to  be congruous with a three-inch minimum object distance 

for  the dielectr ic  lens, thus making a rather  large f / d  ra t io  necessary.  

Such a lens  sys tem would of course work better for  shor te r  wavelengths 

and conceivably could be used simply to guide the energy to a second horn 

antenna located within the vacuum space. However, subsequent success  with 

the technique eventually used made such a n  arrangement  unnecessary. 

2. Dielectric waveguide 

A section of dielectric waveguide was formed f r o m  a length 

of polystyrene in order  to  provide a low thermal  conductivity path for  the 

signal to  en ter  the cooled vacuum a r e a  ( see  Fig. 2-b). The 12 inch section, 

designed for  a reflectionless transition f rom rectangular waveguide to a 

gradually tapering, c i rcu lar  dielectric rod, proved to be nothing more  than 

a nar row beamwidth antenna; the character is t ics  were l e s s  valuable than 

those of the lens  discussed above. 

* 
The f / d  ra t io  is the rat io  of focal length to face diameter  of the lens.  
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Two al ternat ives  were available for  redesigning the dielec- 

t r i c  rod to provide for better energy containment: (1) make the diameter  

la rger ,  o r  ( 2 )  choose a mater ia l  having a l a rge r  dielectr ic  constant. 

Neither of these al ternat ives  was pursued due to  the rma l  considerations. 

3. Regular waveguide with thermal  discontinuities 

The seemingly crude method of using sections of regular  

metall ic waveguide for directing the s i g n a l  to the cooled vacuum space 

eventually proved most  successful (see Fig. 3) .  

duction heat-leak was made almost  negligible by the use of th ree  separate  

sections of waveguide; 

were  separated by 0. 010 inch vacuum gaps. 

was maintained through the three  sections by near-perfect  alignment of choke 

flanges a t  the vacuum gaps. 

of signal propagation through such a gap showed that l i t t le o r  no energy is 

lost .  

The potentially la rge  con- 

unconnected by screws  o r  alignment pins, the sections 

Signal propagation continuity 

, 
Simple t ransmission coefficient measurements  

E. Experiments in  Impedance Matching 

The remaining problem was to  effect a wide bandwidth impedance 

match  between the waveguide and the small germanium element. 

to  facil i tate the experimental  work, room tempera ture  measurements  were  

de s i rable .  Fortunately, it was  possible to  obtain some sample rectangular 

germanium elements  whose room temperature  surface resis t ivi ty  is near  the 

1000 ohm value possessed by the actual cooled elements.  

In o rde r  

The wide -bandwidth stipulation immediately relegated the low-Q 

cavity mount to  a las t  r e s o r t  proposition. Fur thermore ,  since a n  energy-feed 
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method had been chosen which allowed waveguide to protrude into the cooled 

region, i t  was a natural  f i r s t  s tep to t ry  to match the bolometer to the wave- 

guide itself. 

1. A waveguide flange mount 

The bolometer was f i rs t  placed a c r o s s  a waveguide broad- 

side to  the incident signal by locating the element between two pieces  of mica  

held firm by two waveguide choke flanges ( see  Fig. 2-c). 

leak problems, extensive external tuning adjustments were  to be avoided as 

much as possible. 

ing the bolometer to the waveguide. 

Due to  the heat-  

Hence, a single adjustable short  was used to a id  in match-  

Using slotted line apparatus, together with t r ia l -and-er ror  

center  frequency tuning with the adjustable short, the standing wave rat io  

curve shown in  Fig. 4 was obtained. 

is offset by a r a the r  l imited half-power "video bandwidth" of about six o r  

seven p e r  cent of center frequency. 

As seen f rom the curve, fair matching 

2. A slotted waveguide mount 

F i r s t  a t tempts  to match to the element oriented length- 

wise in the waveguide paral le l  to the electr ic  field were unsuccessful. 

axial slot machined in the guide provided a convenient means  of inserting 

the bolometer  into the signal fields (see Fig. 3);  however, the thin edge of 

the 0.6 x 2. 0 x 8.0 millimeter' germanium element originally extended a c r o s s  

only about half of the air gap between the top and bottom walls of the wave- 

guide. 

the relat ively high impedance air gap, and therefore  l i t t le energy was  

An 

This  arrangement  caused most of the potential drop to  occur a c r o s s  
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absorbed by the element itself. 

Decreasing the narrow dimension of the waveguide with a 

gradual taper  permit ted near  100 per  cent of the available potential to be 

impressed  on the bolometer and resulted in a highly satisfactory, wide- 

band match. The actual  half -power bandwidth was  not determined, although 

measurements  a t  frequencies as low as 25 Gc and as high as  37 Gc resul ted 

in  standing wave ra t ios  of 2. 0 o r  less .  

The tunable short  for the reduced size,  slotted waveguide 

consisted of a metal  parti t ion which divided the waveguide into separate  halfs. 

The partition, oriented througha lengthwise slot in  the upper and lower guide 

wal ls  (similar to the bolometer),  served to double the cutoff frequency of the 

propagating signal, effectively causing a short  circuit .  An axial adjustment 

was easily provided for fine tuning. 

septum-type tuning short  for  the tapered section of waveguide. 

Simplicity dictated the choice of this  

Repeated experiments with other samples  of germanium 

confirmed that the slotted waveguide matching scheme outlined above was 

non-crit ical  and could thus be easi ly  reproduced. 

was chosen for  delivering energy to  the cooled germanium element. 

Therefore,  such a design 



111. DESCRIPTION OF THE COMPLETED RECEIVER INSTRUMENTATION 

Using the r e su l t s  of the experimental work descr ibed in  P a r t  11, a 

bolometer receiver  of Ka band radiation was designed and constructed. 

The rf components, except fo r  the bolometer, were  built a t  EERL; the 

associated dewar and audio amplif ier  were constructed by Texas Instruments  

personnel, who a l so  performed the fabricating and cryogenic testing of the 

dewar-waveguide assembly. 

A description of the compteted receiver apparatus  is given below. 

Although the system is relatively simple in concept, the ve ry  low operating 

tempera ture  resul ted in seve ra l  special considerations in design and opera-  

tion. 

A. Description of the Dewar Components 

A photograph of the’.dewar is  shown in  Fig. 5. An outer cylin- 

d r i ca l  case  (visible in  the photograph), 12. 00 inches in height by 6.24 inches 

in  diameter,  s e rves  as a vacuum container for  a radiation shield, a helium 

flask, and a cooled working a r e a .  A vacuum port  and valve a r e  located off- 

center  on top of the case. 

through the centered opening near the vacuum port. 

Liquid helium is t r ans fe r r ed  to the inner flask 

The waveguide is seen to enter the dewar near  the base of the 

case.  

rf tuning adjustments. 

chass i s ,  including a fur ther  separable bias  r e s i s t o r  housing. 

mounting ring for  the ent i re  dewar is visible near  the top of the case.  

Opposite this  waveguide port  (see Fig. 6 fo r  detail)  is  a knob for  

Also shown i n  Fig. 5 is the removable amplifier 

An adjustable 

-19- 
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Fig.  6 shows a view of the working a r e a  for  cooling the bolometer. 

The photograph, taken with the bottom covers  removed f rom both the outer 

vacuum-sealed case  and the i m e r  non-pressurized radiation shield, pro- 

vides a view of the quarter- inch thick copper base of the helium flask. The 

waveguide-mount is attached to the flask base  by four screws,  thus allowing 

ready removal  of the ent i re  r f  section. 

Three  positioning screws  a r e  seen to  help suspend the radiation 

shield inside the outer case;  these screws facilitate physical alignment of 

the sections of input waveguide. 

is for  preamplifier attachment. 

The connector a t  the top of the photograph 

In operation the escaping helium vapor passes through a heat 

exchanger to cool the aluminum radiation shield surrounding the helium 

flask. 

jacket . 
This vapor-cooling effect eliminates the need for  a liquid nitrogen 

Fur the r  information concerning Texas Instruments dewars  is 

available in  Appendix 2. 

a r e  presented in the same appendix. 

Details about filling the dewar with liquid helium 

B. Description of the R F  Components 

The waveguide a rmngment  which d i r ec t s  the input signal to  the 

cooled vacuum space i s  shown in Fig. 3. 

Microwave Associates  flange-mounted kovar-glass  window, r e s t s  against  

a n  O-ring sea l  imbedded in  the face of the outer choke flange. 

mos t  waveguide section is  permanently attached to  the removable wall 

extension; 

The waveguide vacuum seal, a 

The outer-  

this  extension contains the f i r s t  t he rma l  gap. Across  the f i r s t  
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gap begins the middle section of waveguide; bolted to the radiation shield, 

the middle section guides the input energy to a cooled, quartz filter-window 

located just  a c r o s s  the second thermal  gap. About one mil l imeter  i n  thick- 

ness,  the blackened window is-opaque to unwanted light and infrared radia-  

tion. The inner section of waveguide is the tapered section which contains 

the bolometer and tunable short. 

tions a r e  visible in the photograph of Fig. 6. 

Neither of the vacuum-gap flange separa-  

Shown in  Fig. 7 is  a close-up photograph of the waveguide section 

in  which the bolometer is mounted. 

can be seen in  the slotted portion of the waveguide (also see  Appendix 1, p. 5,  

for a similar photograph). 

The shiny edge of the germanium element 

Four  supporting leads, two of which serve  as electr ical  terminals ,  

suspend the bolometer in the waveguide slot; the two electr ical  leads a r e  

visible in  Fig. 7. 

which is electrically insulated, but thermally grounded, to the 4 . 2 " K  wave- 

guide. 

t e rmina ls  in the waveguide mounting support. 

lated f r o m  and extend through the mounting support, electrically connecting 

the bolometer to two small wires  which lead to the preamplifier.  

small connecting wires  a r e  heat-stationed onto the bottom of the helium 

f lask by the two-screw clamp visible in Fig. 6,  

heat- leaks is taken as the wires  a r e  routed along the cooled radiation shield 

enroute to the preamplifier,  

Each supporting lead is secured to a small sapphire nodule 

The two electr ical  leads a r e  seen to  then fur ther  connect to a pair  of 

These two te rmina ls  a r e  insu- 

These 

A fur ther  precaution against  
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The cover flange seen in Fig.  7 contains the quartz f i l t e r -  

window. 

sc rew and cam. 

exter ior  adjusting sc rew arm to exist only during adjustment periods; 

otherwise, heat-leakage i s  prevented simply by positioning the exter ior  

knob so  that direct  contact to the cam is broken. 

On the opposite end of the section is the tuning-short adjustment 

The cam arrangement  allows physical contact f rom the 

The tuning partition is attached to a n  open-sided sleeve which 

s l ides  along the walls of the waveguide as tuning adjustments a r e  performed. 

Only slightly apparent f rom the side view shown i n  Fig. 7 is the waveguide 

taper  f r o m  the flange to the bolometer slot; this  taper  reduces the guide's  

nar row dimension by a factor of one-half. 

photograph is marked off in inches. 

The accompanying scale i n  the 

C. Instrumentation fo r  Receiver Evaluation 

A block diagram of the complete receiver  instrumentation is 

10 shown in  Fig. 8. The Dicke-method of synchronous detection is  employed 

a s a  means  of overcoming the inherent gain variations of the system. 

The noise source consis ts  of a n  Airborne Instruments Laboratory 

Type 70 Waveguide Gas Noise Tube. 

Prec is ion  Variable Attenuator marketed by Polytechnic Re search  and 

Development Go., Inc. Providing square-wave modulation of the input signal 

is a cam-shaped slab attenuator which is rotated i n  and out of a n  axial wave- 

guide slot. 

genera tor  combination; the generator output provides the reference signal 

f o r  the synchronous detector. 

The calibrated attenuator is a Type 192 

This modulator is driven by a small synchronous motor-  
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The waveguide f r o m  the modulator leads directly to the vacuum- 

sealed waveguide input to the dewar. 

detected by the bolometer and thus converted to  a circuit  voltage, the small 

voltage is delivered to a transistorized preamplifier (see pp. 2 - 4, Appendix 

1). 

gain adjustable to X1000. 

After the input radiation has  been 

The amplif ier  has  a half-power frequency response of 7-3000 cps and a 

The narrow-band synchronous detector is a Princeton Applied 

Research  Model JB-5. The f u l l y  transistorized instrument features  gang- 

tuned amplif iers  for both the signal and reference channels, as well as a n  

internal low-pass output fi l ter  with a bandwidth adjustable to as low as 

0.025 cps. 

A Texas Instruments Recti/Riter Recorder  is  used to r eco rd  

the dc output of the narrow-band synchronous detector. 



IV. EVALUATION OF THE RECEIVER 

Presented  below is the numerical  data gathered to  determine the 

effectiveness of the bolometer receiver  descr ibed above. Two basic  types 

of measurements  were made: (1) standing wave ra t io  values  to determine 

the fraction of incident energy absorbed by the bolometer,  and ( 2 )  sensitivity 

measurements  to determine the uncertainty of indication of a known noise 

level. 

It is felt that the evaluation process  and result ing numerical  data 

a r e  m o r e  meaningful i f  accompanied b y  a concise summary  of the funda- 

mental  operating principles of the receiver.  Therefore,  the numerical  

r e su l t s  a r e  preceded by a description of the essent ia ls  of receiver  operation, 

A. Brief Outline of Receiver Operation 

As previously mentioned (also see  Fig.  8), a n  input noise signal 

to the rece iver  is square-wave modulated by the periodic inser t ion of a room 

tempera ture  res i s tance  card  into a slot in the waveguide. 

absorbed  by the bolometer consis ts  of radiation alternating a t  the modulation 

r a t e  between levels  corresponding to  the noise source tempera ture  and the 

modulator-card temperature .  

Thus, the signal 

As  seen f r o m  the circui t  diagram on page 2 of Appendix 1, the 

bolometer is placed in s e r i e s  with a b ia s  bat tery and load res i s tor .  

Bolometer res i s tance  variations (produced by the modulation descr ibed above) 

cause like var ia t ions in the bias  current,  result ing in a circuit  voltage whose 

amplitude is proportional to  the difference between the modulator - ca rd  

-28-  
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t empera ture  and the source noise temperature.  

component equal to the r a t e  of insertion and extraction of the modulator 

element, the signal thus produced is mixed af ter  preamplification with the 

mutually coherento constant amplitude, sinusoidal output of the reference 

signal generator .  A narrow-band, low-pass fi l ter  pas ses  the fundamental 

frequency of the information spectrum and re jec ts  components of signal and 

noise which differ f rom the reference frequency by more  than the cut-off 

frequency of the low-pass f i l ter ,  

relative measu re  of noise source power. 

Energy Input to the Bolometer 

With a fundamental frequency 

The level of the output thus obtained is a 

B. 

As a weighting factor for subsequent sensitivity measurements ,  

it was  desirable  to know the degree of impedance mismatch  that the receiver  

p re sen t s  to a source of Ka band energy. 

tion is obtainable f rom a knowledge of the standing wave created by the 

r ece ive r  when i t  is connected to  a monochromatic source. 

F o r  a given frequency this  informa- 

Although the previously presented receiver  de scription did not 

take note of i t ,  a second filter-window was a feature of the input waveguide 

for  the original equipment. Like the cooled window a l ready  described, the 

other window was imbedded i n  a waveguide cover-flange; i t  was located a t  

the outermost  0. 010 inch vacuum gap. 

window was  detr imental  to receiver  performance, and it was subsequently 

removed. However, the measurements  descr ibed below a r e  given for con- 

figurations both with and without the second window. 

T e s t s  eventually indicated that the 

F o r  the cooled, double-window rece iver ,  VSWR values as high 
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as  4. 0 were  recorded  a t  frequencies in the 25-37 Gc range. 

that VSWR values of even grea te r  magnitude were  present;  however, no 

effor t  was  made to determine exact values when the slotted-line probe 

indicated VSWR's grea te r  than 4. 0. 

It was noted 

Removal of the outermost quartz window brought about much 

Although again no bandwidth bet ter  impedance matching to  the receiver.  

could be determined, the VSWR values were  found to be between 1.5 and 

2. 0 over a bandwidth exceeding 10 Gc. 

C. Sensitivity Measurements 

The ability of the receiver  to indicate a change in noise source 

power leve l  can  be expressed in t e r m s  of the rms of the dc output variations.  

Receiver sensitivity is  determined b y  noting the dc output levels when the 

input noise source power is changed between two known levels.  

The rms of the dc'output variations depends upon the low-pass 

f i l ter  bandwidth through which the information signal is  observed (see Eq. (2 )  ). 

Therefore ,  a meaningful rms uncertainty must  possess  a weighting factor  

which expres ses  the effect of output filtering. 

into account by normalization of the r m s  value according to the bandwidth 

of the low-pass f i l ter ,  e. g., an  uncertainty given by Centigrade degrees  pe r  

cycle of output filtering. 

universal  charac te r  insofar as comparisons with other r ece ive r s  are con- 

cerned. 

This factor is normally taken 

Such a value for  a given receiver  posses ses  a 

Fig. 9 is a photograph of a typical recording used to determine 

The rms variation of this  waveform is the the sensit ivity of the receiver.  
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cr i te r ion  by which measurement  uncertainty is determined. 

brief summary  of data thus obtained. 

Table 2 gives  a 

Table 2 

Number of F i l te r  
Windows 

2 

1 

1 

1 

0 

Modulation 
Frequency-cps 

30.  0 

3 0 .  0 

2 2 . 5  

15. 0 

15. 0 

RMS Uncertainty - 
C "  per  cycle of filtering 

3480 

197 

99 

92 

200 (approx) 



V. DISCUSSION 

The f i r s t  four sections of this report have dealt with the feasibilitb, 

design, and construction of a bolometer receiver  of microwave energy. 

A discussion of severa l  aspec ts  of the receiver,  as  well as  future possi-  

bil i t ies with s imilar  designs, is given below. 

It should be remembered  that the specific receiver  discussed herein 

is nothing more  than a laboratory device used for testing a theoretical  

possibility. Therefore, success  did not necessar i ly  lie in building a 

rece iver  which would outperform other rece ivers  in the Ka band, but 

ra ther  existed in the establishment of a detection scheme which can be 

extended to higher frequencies where conventional receiving methods 

become inefficient. 

A. Physical Size of the Bolometer 

A key factor in  the performance of the germanium bolometer 

is physical size. 

detector circuit  element, the attainable r a t e  of change of resist ivity with 

For  the bolometer to be of value as a pract ical  video 

respect  to time should be large.  This\ quantity can be expressed as 

aT - 
at  

9 X * L7/---/ 
temperature physical 
dependence dependence 

where p = resistivicy of the germanium 

T = temperature,  and 

t = t ime.  -33 -  
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* is  dependent only 
aT F o r  a given doping level, 

tu re  of the germanium (see  Fig. l).. The factor 

upon the absolute tempera-  

- aT , however, is a function 
at 

of the self and mutual thermal  coupling of the germanium element and i t s  

coolant, * The length and size of the bolometer 's  supporting leads determines 

the mutual thermal  coupling between the germanium and coolant, while the 

mass of the germanium flake fixes the self thermal  capacitance of the element 

itself. Thus, since lead size is a readily adjustable parameter ,  the m a s s  

of germanium that must absorb and release the input energy a t  the modulation 

frequency is a n  important consideration. Specifically, this  mass should be 

as  smal l  as possible insofar as  the desired rapid heat exchange is concerned. 

Lead s izes  can then be decreased to provide the desired decoupling to give 

exactly the t ime constant sought. 

As is often the case for practical  devices, opposing demands 

force a design compromise for the bolometer. The desired smal l  mass ,  

o r  size, causes  impedance matching problems a t  rf frequencies. The 

element should be ra ther  la rge  in order  to achieve a large "optical depth" 

with respect  to  the incident radiation so that matching over a wide band- 

width is possible. 

The above s ize  considerations explain the ease  with which the 

bolometer receiver  per forms as  a n  infrared detector. Furthermore,  i t  

* aT is a l so  temperature  depeijrdent in that germanium possesses  high 
thermal conductivity and low heat capacity a t  liquid helium tempera-  
tu res ;  however, these qualities a r e  here  considered to  be germanium 
proper t ies  without which the bolometer would be worthless regard less  
of the efficiency with which heat exchange is  accomplished. 

at 
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is thus obvious why such a receiver  should display improved charac te r i s t ics  

a t  higher radio frequencies. 

B. Modulation of the Input Energy 

Closely dependent upon the physical s ize  of the bolometer i s  the 

choice of modulation frequency for the Dicke-method of synchronous detection. 

Too rapid modulation does not allow the bolometer to fully respond thermally 

to the opposing ex t r emes  of thg incident radiation, while too slow modulation 

l imi t s  the data acquisition rate.  

Reference to Table-2 shows the effect of lowering the modulation 

ra te  for the bolometer used in the receiver .  A bolometer t ime constant of 

T = 0.077 seconds ( 1 / ~  = 13 cps)  resulted f r o m  the ra ther  la rge  bolometer 

s ize  designed to  give good impedance matching, so  the bet ter  performance 

a t  15 cps  was not unexpected. 

behavior for  a 15 cps modulation rate ,  where T and T 1 2 

ex t r emes  made possible b y  the incident square-wave modulated radiation 

(a l inear  bolometer dynamic character is t ic  is assumed).  Also shown a r e  

hypothetical response waveforms for  bolometers having fas te r  t ime constants 

and identical  matching to  the same 15 cps modulated input radiation. Obvious- 

ly ,  the "faster" bolometers give more sensitivity for  a given modulation rate ,  

i. e . ,  the responsivity in  rms volts output pe r  watt (KTB) input is l a rge r  for 

the l a r g e r  waveforms. 

Fig. 10 shows the theoretical  bolometer 

a r e  the tempera ture  

C. Bolometer Modifications 

F o r  a bolometer of a given mass there  a r e  severa l  possible 

means  of improving the overall  performance insofar as  future designs a r e  
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concerned. 

A high resis t ivi ty  bolometer placed lengthwise in  a rectangular 

waveguide can perhaps be better matched to  the incident signal by use of a 

tapered end for  the element. 

long; however, since s ize  is  cr i t ical  to begin with, a somewhat shor te r  

taper  would most  likely be used. 

perhaps be wedge-shaped, 

Ideally, the taper  should be about a wavelength 

Alternatively, the entire element could 

Assuming that the available noise radiation is randomly polar - 

ized (i. e . ,  that i t  has  not passed througha polarizing element such as r e c -  

tangular waveguide), the use of a cylindrically shaped bolometer in c i rcu lar  

waveguide would afford a 3 db increase in  observed signal level. 

germanium element, much like a dowel pin, with tapered  ends for  combating 

reflections is one possible arrangement.  

shape is a hollow, open-ended design s imilar  to  a thimble? 

A solid 

Another conceivable cylindrical  

A cone-shaped, 

hollow element i s  yet another possibility for  good impedance matching. 

One manner  of causing a small  bolometer of high resis t ivi ty  to 

posses s  a lower value of r f  resist ivity (thus creating a n  effectively la rge  

"rf  size") is to  apply a coating of low r f  res is t ivi ty  and high the rma l  con- 

ductivity ma te r i a l  t o  the bolometer. 

could be designed to operate w%h much higher internal  res is t ivi ty  and a 

sma l l e r  size, thus making possible grea te r  responsivity. Special precautions,  

Using such a technique, the bolometer 

however, would be needed to avoid interference with the useful charac te r i s t ics  

* 
Texas  Instruments  has  used such a bolometer shape in one of i t s  infrared 
r e  ce ive r s . 
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(especially the heat exchange r a t e )  of the germanium element. 

D. Mi s c e llane o u s Con side ra t  ions 

Experiments with the tuning short  designed into the receiver  

indicated that possibly such a n  arrangement is unnecessary for  the axially- 

mounted bolometer. Lit t le sensitivity change was observed for var ious  

positions of the short ,  indicating that the bolometer as designed acted as a 

r a the r  good termination for  the waveguide. A bolometer designed for a 

higher operating resis t ivi ty  would perhaps benefit f rom such a tuning adjust-  

ment, although it is obvious that such a need for tuning would inherently 

limit the rf bandwidth of the mount. At any rate a shorted waveguide 

behind the element is a desirable  feature. 

One possible rf bandwidth limitation is  found a t  the vacuum 

window through which the incident s igna l  must  pass .  

range for  the Ka band flange-mounted window (giving VSWR < 1.15) is f r o m  

33.25 to  36. 50 Gc. 

indicated that the window has  a VSWR of about 2. 0 a t  25 Gc and of l e s s  than 

1.1 a t  37 Gc, giving ve ry  acceptable bandpass character is t ics .  

The published frequency 

However, further measurements  outside this range 

At shor te r  wavelengths the thickness of the quartz filter-window 

becomes m o r e  cri t ical .  Ideally, the window should be a half-wavelength 

thick fo r  all frequencies, but since this is  impossible for  the noise signals, 

a v e r y  thin window is the next best  choice. 
I -  

F o r  radiation between one and 

three  mi l l imeters  a window 0. 005 to  0. 015 inch thick would be requi red  to 

in su re  signal propagation comparable to the Ka band receiver .  
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e r s  would 

requi re  m o r e  exact physical alignment. 

open c i rcu i t s  should not become a crit ical  consideration until wavelengths 

of l e s s  than about half a mil l imeter  a r e  reached. 

Flange separations for thermal  

However, axial alignment 

of the small unconnected sections of waveguide is always a problem, 

especially since the internal  helium flask (to which the bolometer waveguide 

section is  attached) moves upon cooling with respect  to  the radiation shield 

(to which the middle waveguide section is attached). 

guide dimensions reach  0. 030 to 0.060 inch (100-200 Gc range), need for  a 

v e r y  accura te  alignment method will become a reality. Perhaps  a means of 

external  waveguide o r  helium flask adjustment after cooling is a n  answer to  

the problem, especially for  laborator y-type dewars  where modifications 

a r e  continually in p rogres s  during experimentation procedures .  

means  of lessening axial alignment problems would be to have the waveguide 

enter  the dewar f rom the bottom. 

upon cooling would then affect only flange separation, and since the contraction 

is: accura te ly  measurable  i t  could be used as a means  of providing the neces-  

s a r y  t he rma l  open circuit. 

When internal  wave- 

A fur ther  

The ver t ica l  movement of the helium f lask 

E. Future  Possibi l i t ies  for the Bolometer R F  Receiver 

Immediate plans cal l  for  the construction of similar bolometer 

As previously stated, r e c e i v e r s  f o r  use i n  the 50-100 G c  frequency range. 

i t  is expected that these higher ffequency models will provide much more  

sensit ivity due to the use of smal le r  s ize  germanium elements ,  

uncertainties in the vicinity of one Centigrade degree a r e  possible in the 

Signal level 
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one-mill imeter range for bolometers having a noise equivalent power ( N E P )  

- 12 
of 10 .watts. 



VI. SUMMARY 

The r e sea rch  described in this  thesis was conducted to evaluate the 

usefulness of the Texas Instrumknts germanium bolometer as  a detector of 

incoherent millimeter-wavelength energy. The bolometer, when cooled to  

a tempera ture  of 4.2"K, has  exhibited noise equivalent powers of 10 

and h a s  been a v e r y  useful detector of near- infrared wavelengths. 

to extend the operating waveleigth of the bolometer to far-infrared o r  

mil l imeter  wavelengths, and a t  the same t ime retain the mer i t  of the bolometer 

detector relative to  that of a narrow-band c rys t a l  superheterodyne detector 

having a N E P  of approximately 10 watts, a wide energy acceptance band- 

width has  to be maintained. 

relative to such a superheterodyne detector for equal sensit ivit ies is approxi- 

mately 1 kilocycle of bolometer bandwidth pe r  1 cycle of c rys ta l  superhetero-  

- 12 
watts 

In order  

-15 

The bandwidth required of a bolometer detector 

dyne bandwidth. 

not realizable,  the germanium bolometer has  no known peer.  

At wavelengths where c rys t a l  superheterodyne detection is 

Retention of the wideband char.acterist ics of the bolometer a t  milli- 

m e t e r  wavelengths required changes in the bolometer 's  physical and e lec t r i -  

ca l  charac te r i s t ics ,  as well as the mode of energy t r ans fe r  to  the element. 

In o rde r  to evaluate the Texas Instruments receiver  a t  8 . 6  mil l imeters  

the following energy t r ans fe r  modifications were made to the original liquid 

helium dewar assembly. 

normally used f o r  beaming in the infrared radiation, was converted into a 

waveguide port. 

The window opening in  the side of the cryostat ,  

Thermal  conductivity through the waveguide was interrupted 

-41- 
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a t  two points by slight choke-flange separations inside the cryostat .  The 

original rece iver  used two filter-windows for  the input radiation; one 

window excluded optical wavelengths at the entrance into the cryostat ,  

while the other reduced the intensity of the dewar 's  shield radiation reach-  

ing the bolometer proper.  

choke-flange gaps for  the input waveguide, but the optical filter-window 

Similar filter-windows were mounted a t  the 

was eventually removed since it not only had l i t t le value, but a l so  caused 

excessive energy reflection. A pressure  window in  the waveguide served 

to maintain the vacuum inside the cryostat. The above waveguide energy 

t ransfer  method was  adopted a f te r  consideration and experimentation with 

dielectr ic  t ransmiss ion  l ines and lens  radiation techniques. 

To  improve the impedance match and, therefore,  the bandwidth of 

power t r ans fe r r ed  to  the normally small, high res i s tance  infrared-detector 

bolometer,  it  was necessary  to reduce the resis tance (in ohms pe r  squa re )  

and inc rease  the s ize  of the ele'ment. 

the "optical depth" of the waveguide-mounted detector. Specifically, a thin, 

These two modifications improved 

rectangular  bolometer was mounted a c r o s s  the nar row waveguide dimension 

(in the center  region of maximum electr ic  field) with the long dimensions of 

the element  extending in the direction of propagation down the waveguide. 

A sliding septum short  circuit  was installed behind the element with pro- 

vis ions for  external  adjustment. The bolometer was supported by four leads  

which connected to the bolomefer through s lots  in the wide dimension of the 

waveguide; these leads a l so  served a s  a heat sink for  the element, as  well as 

e l ec t r i ca l  connectors. This means  of mounting the element in  the waveguide 
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was selected a f te r  experimentation with other possibilite s, each of which 

failed to yield the wide acceptance bandwidth possible with the scheme chosen. 
! 

The completed 8.6 mill imeter bolometer rece iver  had a N E P  of 

-9  approximately 10 

width exceeding 10 Gc. 

watts and an  input VSWR of l e s s  than 2 . 0  over a band- 

The sensitivity of the recciver  was measured  with a gas  noise tube and 

was found to  have a rms uncertainty of about 90C" per  cycle of output 

filtering. 

superheterodyne rece iver  having an  uncertainty of 0. 5C".  

This sensitivity is to be compared with a n  8. 6 mil l imeter  c rys t a l  

While the bolometer rec'eiver is  not competitively useful a t  8.6 milli- 

me te r s ,  a ve ry  useful receiver  is anticipated a t  submill imeter wavelengths. 

In this  la t te r  frequency region superheterodyne r ece ive r s  a r e  unavailable, 

and, fur thermore,  a n  improvement in the uncertainty of the bolometer 

rece iver  (of approximately two decades magnitude) is  expected due to the 

fact  that small physical and electr ical  changes of the bolometer will allow 

the NEP to be decreased f rom to 10 watts. - 11 



BIBLIOGRAPHY 

1. Johnson, C. M. , "Supefieterodyne Receiver f o r  the 100 to 150 kMc 

Region," IRE Professional Group on Microwave Theory and 

Techniques, Vol. MTT-2, No. 3, Sept., 1954, pp. 27-32. 

- - - 

2. Cohn, M. , and W. C. King, "A Sideband-Mixing Superheterodyne 

Receiver," Proceedings of the IRE, Vol. 44, No. 11, Nov., 1956, 

pp. 1595-1599. 

- - -  

3. Favin, D. L., "A Swept, Broad Band, Microwave, Double Detection 

System with Automatic Synchronization, ' I  IRE Convention Record, 

P a r t  5, 1956, pp. 184-192. 

- 

4. Brownwell, A. B. , et al, "Vacuum-Tube Detector and Converter for 

Microwaves Using Large  Electron Transi t  Angles, 

of the IRE, Vol. 4E, No. 7, July, 1954, pp. 1117-1123. 

Proceedings 

- - -  
5. Mendel, J. T. ,  "Microwave Detector," Proceedings of the IRE, 

Vol. 44, No. 4, Apr. ,  1956, pp. 503-508. 

6.  Burroughs, Howard, and Arthur B. Bronwell, "An Ionized Gas Energy 

Detector for Microwaves,' ' Proceedings of the National Electronics - -  
Conference, Vol. 7, 1951, pp. 598-600. 

Bond, R. A.,  A Study of Radiometer Systems Feasible  for Space - - _I 

7. 

Satellite Observations (thesis), The University of Texas, Austin, 

Jan. ,  1961, pp. 24-32. 

8. Fr i tzsche ,  H. , "Electrical  Propert ies  of Germanium Semiconductors 

a t  Low Temperatures ,"  Physical Review, Vol. 99, No. 2, 

-44- 



45 

July 15, 1955, pp. 406-419. 

9. Scott, R. B., Cryogenic Engineering, D. Van Nostrand Co., Inc. 

Princeton, New Jersey, 1959, pp. 142-154, 268-319. 

10. Dicke, R. H., "The Measurement of Thermal  Radiation a t  Microwave 

Frequencies,  ' I  The Review of Scientific Instruments,  Vol. 17, 

NO. 7, July 1946, pp. 

- - 
268-275. 



SCIENTIFIC INSTRUMENTS 

2 4 ~  

111 

for 

GRAVITY 

PRESSURE 

LOW TEMPERATURE 

INFRA RED* 

TEXAS I N  STRU M ENTS 
I N C O R P O R A T E D  
P o BOX 6 6 0 9 7  . n o u s r ~ ~  e T E X A S  
3 6 0 9  B U F F A L O  S P E E D W A V  



BOLOMETER SYSTEM 
OPERA TlONA L INSTRUCTION MANUAL 

MANUAL NO. 183522 

TEXAS I N S T R U M E N T S  
I N C O R P O R A T E D  
3 6 0 9  B U F F A L O  S P E E D W A Y  
P 0 B O X  6 6 0 2 7  H O U S T O N  6 . T E X A S  



Copyr ight  Augus t  1963 

T E X A S  INSTRUMENTS I N C O R P O R A T E D  

T h e  informat ion  a n d  d r a w i n g s  s e t  for th  in  t h i s  d o c u m e n t  a n d  all 
r i g h t s  i n  a n d  t o  inven t ions  d i s c l o s e d  h e r e i n  a n d  p a t e n t s  w h i c h  
might  b e  g ran ted  t h e r e o n  d i s c l o s i n g  or e m p l o y i n g  t h e  m a t e r i a l s ,  
m e t h o d s ,  t e c h n i q u e s  or appa ra tus  d e s c r i b e d  h e r e i n  are t h e  e x c l u -  
s i v e  proper ty  of T e x a s  Ins t ruments  Inco rpora t ed .  

N o  d i s c l o s u r e  of t h e  information o r  d r a w i n g s  s h a l l  b e  made  t o  
a n y  o the r  p e r s o n  or organiza t ion  w i t h o u t  t h e  prior c o n s e n t  of 
T e x a s  Ins t rumen t s  Inco rpora t ed .  



B O L O M E T E R  S Y S T E M  

T A B L E  OF CONTENTS 

Section 

1 1.1 
1.2 

2 2.1 
2.2 
2.3 

3 3.1 
3.2 
3.3 
3.4 

4 

Figure 

T i t l e  

SECTION 1 
INTRODUCTION AND DESCRIPTION 

General ........................................................................... 
Detector Assembly .. .......................................................................................... 

SECTION 2 
OPERATION 

General ............................................................................................................... 
Amplifier ............................................................................................................. 
Liquid Helium .................................................................................................. 

SECTION 3 
CALlBRATlON 

Spectral  Response ............................................................................................ 
Amplifier Gain ................................................................................................ 
B i a s  Current ................................................................................................ 

............................................................................................. 

SECTION 4 
SPECIFICATIONS 

Equipment Specifications ......................................................................... 
Preamplifier,  Model GBA-1 .............................................................................. 

LIST OF I L L U S T R A T I O N S  

Ti t l e  

1 Bolometer System ......................................................................................................... 

3 Typical  System Arrangement ....................................................................................... 
4 Preamplifier Gain Adjustment ..................................................................................... 
5 Amplifier/ Voltmeter .... .................................................................................. 
6 Mounting Deta i l s  .......................................................................................................... 

2 Preamplifier .................................................................................................................. 

P a g e  

1 
1 

1 
1 
1 

3 
3 
3 
3 

4 
4 

P a g e  

i v  
2 
1 
3 
3 
5 

iii 



e 



B O L O M E T E R  S Y S T E M  

SECTION 1 - INTRODUCTION AND DESCRIPTION 

1 .1  GENERAL 
T h e  TI  Bolometer System [Figure I)  i s  an instrument 

for infrared radiation detection. The  system cons is t s  of: 
1. 9 bolometer detector assembly. 
2. A CRYOFLASK* liquid helium dewar. 
3. A preamplifier. 
4. Associated windows and cooled filters. 
T h e  bolometer detector assembly at taches to the 

CRYOFLUK work surface for cooling. The preamplifier 
a t taches  on the outside of the case (or may b e  connected 
by cable). The windows and filters a re  mounted on the 
CRYOFLASK and the detector assembly. This  permits the 
desired radiation to fall on the detector element. See  the 
CRYOFLASK instruction manual for detai ls  concerning 
i t s  structure and use .  

The preamplifier i s  a transistorized a-c amplifier. For 

Each bolometer system i s  tailored to customer require- 
ments. Accordingly, no theoretical analysis  i s  included 
in this manual. For specif ic  design criteria refer to: 

schematic diagram, see Figure 2. 

1. “Low-Temperature Germanium Bolometer”, by 
Frank Low, J.O.S.A. Vol. SI ,  No. 11, 1300-1304, 
November 1961. 

For additional information concerning applicable theory 
and noise ,  refer to: 

2. “The Detectivity o f  Cryogenic Rolometers”, by 
F. J .  Low and A. K. Hoffman. 

3. “Elements o f  Infrared Technology” by Kruse, 
McGlauchline and McQuistan, New York, Wiley, 
1962. 

4. “The  Detection and Measurement of Infra-Red 
Radiation”, by Smith, Jones and Chasmar, Oxford, 
Clarendon P r e s s ,  1957. 

1.2 DETECTOR ASSEMBLY 
T h e  detector element is made from gallium-doped ger- 

manium. The germanium flake i s  mounted by s m a l l  wires 
to a substrate .  These  wires determine !he time constant 
for the bolometer and are the electr ical  l eads  to the 
detector element. The  substrate  i s  thermally connected to 
the detector capsule and mount assembly. The  mount i s  
attached to the CRYOFLASK work surface for cooling. 
Mounting detai ls  a re  shown in Figure 6, in sect ion 4. The 
detector electrical connections a re  pins A and B of a 6- 
pin vacuum type, e lectr ical  connector. This connector i s  
mounted on the case of the CKYOFLASK. T h e  wires a re  
heat-stationed on both the radiation shield and the work 
surface of the CRYOFLASK. The  small connector on the 
radiation shield permits removal of the detector assembly 
without unsoldering joints. 

SECTION 2 - OPERATION 

2.1 GENERAL tes t )  for the bolometer to reach operating temperature after 
the liquid helium transfer is complete. 

At the end of the cool down time, turn the preamplifier 
The  bolometer system is used  in an  arrangement simi- 

lar to that shown in Figure 3. The  CRYOFLASK must b e  
mounted so the  chopped s ignal  from the source i s  directed 

of this  manual and to the CRYOFLASK manual for the 
pertinent de ta i l s  and dimensions. 

switch ON to place the bolometer system in operation. 

to the bolometer element. Refer to Figure 6, in sect ion 4 -+-+-+--IRRAOIATION 

-ELECTRICAL CONNECTION 

2.2 AMPLIFIER 
The amplifier must be mounted on the CRYOFLASK 

(supported by the mating connectors) or connected by a 
cable. Cable  connection requires careful select ion and 
technique to prevent the introduction of microphonic noise 
to the preamplifier input. 

The  “p iggyback”  load resis tor  box must be plugged 
into the amplifier to complete the bolometer bias  circuit. 
T o  prolong battery life, the load resistor box may be un- 
plugged to  open th i s  c i rcui t  when the unit is not in  use. 

I R  

J I 
SVNCWRCUCNS 

AN0 FILTER 

REAWUT 
RECORDER OUTPUT 

METER w SCOPE 

2.3 LIQUID HELIUM 
Liquid helium must be transferred into the  CRYOFLASK 

to cool t h e  bolometer. Refer to sect ion 4, equipment 
specif icat ions under the heading “Detector” and note the  
cool down time. This  i s  the time required (determined by FIGURE 3 - T Y P I C A L  SYSTEM ARRANGEMENT 

* Trademark of T e x a s  Instruments Incorporated - 1 -  
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B O L O M E T E R  S Y S T E M  

SECTION 3 - CALIBRATION 

3.1 SPECTRAL RESPONSE 
N ~ m i i ~ i l l y ,  n o  sprctral  characterization of the bolometer 

system is  rnade hv Texas Instruments Incorporated. 

3.2 AMPLIFIER GAIN 
l o  x l j i i s t  the amplifier gain to XIOOO. apply a I-milli- 

volt sign;il o f  the  bolometer chopping frequency to the 
amplifier input terminals. Adjust the GAIN control to give 
1 velt a t  the amplifier output terminals (Figures 2 a n d  4). 

I 

FIGURE 4 - PREAMPLIFIER GAIN ADJUSTMENT 

3.3 BIAS CURRENT (Figure2) 

Bias current is adjusted a t  the factory by select ing a 
load resistor (R16) and b ias  battery ( E T - I )  to provide the  
bolometer bias  current the load curve indicated as opti- 
mum. The bolometer response i s  not critically affected 
by bias  current. However, if substant ia l  changes a re  made 
in the operating temperature (as l is ted in the front of this 
rnanua!, or in the background radiation level on the bo- 
lometer (as by changing the cone angle or the filters) then 

the bias  c u r r e n t  may n t w l  to be readjustcd. l 'hc: new 
v:ilurs may be determ~nrd by making ii new lo:id curve 
with the 1)oloineter uperating at the new temperiiture a n d /  
or background level 

3.4 LOAD CURVE 
To make a load curve, disconnect the amplifier and use 

the ammeter/voltmeter technique illustrated in Figure 5. 
Refer to t h e  load curve data sheet  a t  t h e  rear of this 
manual for the likely range of values of I and V. From 
these,  determine V ,  R ,  and R2 from available values to 
permit the necessary range of adjuvtment. Take data and 
plot the curve from I = 0 to d I j d V  = Or! Calculate the 
responsitivity, /\v - 

a t  several points to determine the I for S = M A X .  U s e  this 
I a s  a minimum bias current to determine the new values 
of the bias  battery and load resistor. Always se lec t  a load 
resistor several  timcs higher in value than the resis tance 
of the bolometer ( R  = V / l )  a t  the actual bias current. 
Then use  a bias  battery that will supply this  current (or 
somew hn t more). 

NOTE: This procedure will only optimize the system for 
the new conditions and may not provide the same 
performance a s  under the original design condi- 
tions. 

FIGURE 5 - AMPLIFIER/VOLTMETER 

- 3 -  



B O L O M E T E R  S Y S T E M  

SECTION 4 - SPECIFICATIONS 

Equipment Specifications for Texas  Instruments Bolometer System Serial Number 

DETECTOR 

.L Li 9 

i 11;1 v:) .L >::it? U .073 Lncll x U.2,J8 '  :r i(!t ,  x ().ob7 i r l c t i  

(Design) 
, T i m e c o n s t a n t  u.(J7': :;ea (la G U S )  

Cool Down Time 45 (Minutes) 

Type Cone 

Cone Angle r1at Jr::?1iC.lble 
-.'i-! 'I 2 ":l i d  e 

Operating Temperature 4 2 '11 - 

CRY OFLASK 

Model ~ ~ L h '  - 1 
Capacity 1 l i t e r  
Serial Number 156 

NOTE: See tes t  data a t  rear of this manual for measured performance character is t ics .  

Tested and Approved By -L 1: F * 
- 

- 7  

Date -9 - 17 - 
PREAMPLIFIER, MODEL GBA-1 

Serial Number 109 

Responsitivity of the detector is directly proportional to the square root of the detector  impedance. Low N E P can be obtained 
if the impedance of the detector i s  high and noise  in the amplifier system i s  low. The Model GBA-1 amplifier i s  an excel lent  com- 
promise on these  conflicting requirements. 

Summary of GBA-1 Characteristics - 
Frequency response: 7 to 3000-cps (3  db points) 

Input impedance: 5 megohms 

Noise - 0.1 microvolt a t  13 cps  over 1-cps bandpass (measured with input terminating in 0.5-megohm resistor a t  room tem- 
perature) 

Maximum source impedance for 3-db Loss:  3 megohms 

Dynamic range: 80 db  

Gain: 1000 

P h a s e  shift: lead 27O a t  13 cps  

Output impedance: 205 ohms 

Minimum load resis tance on the amplifier output: 10K ohms. 

Power supply: two internal 6.5-volt mercury cel ls  

Battery l i fe  under continuous operation: 400 hours 

Internal e lectr ical  filtering: None (bandpass must b e  defined by external filter) 

Phys ica l  dimension: 6" x 4 "  x 3" 

Weight: 1 .7  lb. 

The  bias  battery and load resistor are  selected a t  the factory to provide the  optimum bolometer bias  current indicated by the 
load curve. 

- 4 -  
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F I G U R E  6 - MOUNTING DETAILS 
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C R Y O F L A S K *  

SECTION 1 - INTRODUCTION AND DESCRIPTION 

1.1 INTRODUCTION 

1 .2  

T h e  CRYOFLASK*is a vacuum-insulated dewar with a 
vapor-cooled radiation shield. It provides for operational 
and laboratory use  of liquid helium, hydrogen, neon and 
nitrogen a s  refrigerants 

The CRYOFLASK i s  avai lable  in many s i z e s  and 
s ty les .  While they vary in s i z e  and configuration, a l l  
are  triple-jacketed f lasks  with similar parts and functions 
as illustrated by Figure 1. 
NOTE: T h i s  manual i s  bas ic  to  a l l  CRYO- 

FLASKS. It u s e s  the Model C L F  a s  the 
example. Reference to  the appropriate fig- 
ure and corresponding table  indicates the 
design variations and dimensions for other 
models ( see  Appendix A). When this manual 
i s  furnished with other models, spec ia l  
instructions and drawings a r e  included in 
Appendix A.  

The  outer jacket is called the Case ,  the middle jacket  
i s  the  Radiation Shield and the inner jacket  is the Flask. 
The ent i re  space  between the flask and the case i s  evac- 
uated. The  radiation shield and flask are  supported from 
the Stem of the c a s e  by the Fill Tubes (upper and lower). 
The  fill tubes are  joined by the Heat Exchanger. 

PRIMARY FEATURES 

The primary features of the  CRYOFLASK are: 
a) The  vapor-cooled radiation shield in lieu of the 

b) The simple, screwed-together design, permitting 

c )  Various models are avai lable  with many optional 
accessor ies ,  including window mounts, e lectr ical  
connectors, e tc .  ( see  Appendix A). 

customary liquid nitrogen shield.  

a c c e s s  for installation and modification. 

I I u FLASK 
RADIATION SHIELD 

C A S E  BOTTOM 
SHIELD BOTTOM 

L W E R  O-RING 

FIGURE 1 
OUTLINE DRAWING OF MODEL CLF CRYOFLASK 

For those unaccustomed to working with cryogenic 
liquids and apparatus, a number of texts  are available: 

Cryogenic Engineering, by Russe l  B. Scott, D. Van 

Experimental Cryophysics, by Hoare, Jackson and 
Nostrand Company, Inc., 1959. 

Kurti, London, Butterworth and Co., Ltd., 1961 

SECTION 2 - PREPARATION FOR USE 

2.1 GENERAL 

The bottom surface of the flask is the  cold work sur-  
face. A device or apparatus to  be cooled is attached to  
th i s  surface. In the Model C L F  this  work surface is 
copper, 1/4"  thick, gold-plated. In operation th i s  work 
surface is reasonably assured t o  b e  at  the temperature 
of the cryogenic liquid inside the flask. Devices attached 
t o  the work surface with good thermal contact will b e  
cooled t o  this same temperature. The time constant for 
cooling i s  determined by the nature of the device itself. 

NOTE: The CRYOFLASK is shipped with a 
brass  stiffening rod inserted in the fill 
tube. This  must be removed before using 
the  CRYOFLASK. It should be reinstalled 
for shipping or for handling the FLASK 
ASSEMBLY when the dewar i s  disassem- 
bled. When reinserting the stiffening rod, 
a t tach a t  the top of the stem and screw 
the rod down to  gently touch the bottom of 
the  flask. The fill tubes are thin walled 
s ta in less  s tee l  tubes and need this  support 

* A  Trademark of T e x a s  Instruments Incorporated -1 - 
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2.2 MOUNTING DEVICES ON THE WORK SURFACE 2.3 WINDOW MOUNTS ( see  Figure 7). 

T o  obtain a c c e s s  to  the  work surface, remove the 
bottom plate of the c a s e ,  then remove the  bottom plate of 
the radiation shield. Tapped (blind) holes  a re  provided in 
the work surface for mounting devices .  Additional holes 
may b e  added, but care should be taken not to  break 
through the flask bottom. Refer t o  additional spec ia l  in- 
structions or drawings in the back of th i s  manual before 
adding such holes. Devices can be attached t o  the f lask 
bottom using soft solders  or epoxies. Screws are  best  
whenever possible. Generally i t  is preferable to  make 
an intermediate mounting bracket when solder  or epoxy 
are  required and then screw the bracket to  the work sur- 
face. For best  thermal coupling both mating surfaces  
should be lightly smoothed with crocus cloth. Then wipe 
the syrface clean and dry and apply a thin layer of Dow 
Corning High Vacuum Grease before a t taching a device 
to  the work surface, The  grease will improve the thermal 
contact. Brass screws are  recommended for mounting 
due to the high contraction rate of brass  when cooled. 

CASE REMOVAL 
If better access is required for mounting the device, 

remove the case. 
This  is accomplished by: 

a) 

b) Any internal wiring 
c )  Removing the screws around the top of the CRYO- 

FLASK that hold the case to  the stem 

d) Pul l ing the stem straight upward, leaving the c a s e  
below 

The  radiation shield may be removed in a similar manner: 

a) Remove the  inner s t ru ts  

Removing the outer strut assemblies from the radia- 
tion shield 

Thes tandard  CRYOFLASK window mount i s  a 1/4 
inch thick plate. It is machined to  include an O-ring 
groove for the vacuum s e a l .  The  mounts are  available 
blank, or with a shouldered hole  to  receive a window. 
They are  designed so the  window i s  sea led  into the mount- 
ing blank with vacuum wax or epoxy. O-ring care  is the 
same as before. Additional, interchangeable mounts a re  
available. For spec ia l  instructions on other types of 
mounts refer t o  t h e  back of th i s  manual. 

2.4 ELECTRICAL WIRING 

For special wiring instructions refer to the back of 
this  manual. 

Wires connected from the  case to apparatus mounted 
on the cold work surface constitute heat  leak with result- 
an t  additional boil-off of the refrigerant. To minimize 
th i s  heat leak: 
a )  Use wires of a s  low a thermal conductivity as pos- 

s ible .  Refer toNational Bureau of Standards Bulletin 
556, “Thermal Conductivity of Metals and Alloys at  
Low Temperatures,” or similar tables  for the con- 
ductivity of various materials. 

Use a wire of as small  a diameter as possible. 
Make the wire path hanging free in the vacuum be-  
tween t h e c a s e  and the  shield,  and between the shield 
and the  apparatus, as long as possible. This will be 
limited by the  avai lable  s p a c e  and the effects  of lead 
capacitance. 
Heat s ta t ion the wire on the  shield.  If possible, t i e  
down several  inches of the wire into good thermal 
contact on the  radiation shield. This  may be done 
by pasting the wire to  the outs ide of the shield with 
a minimum af scotch masking tape or with epoxy. 

b) 

c) 

d) 

e) If, due to  the  apparatus, undesired temperature grad- 
ients  ex is t  when the wires a re  connected directly, 
then the wires may be similarly heat stationed on 
the bottom of the flask. This  is usually done with a 

b) 
c) Pul l  the  s tem and flask assembly upward, leaving 

Unscrew the shield from the heat  exchanger 

the shield below 

REASSEMBLY 
Reverse t h e  procedure for reassembly. 

For best  results: 
a) Examine O-rings for scratches or permanent s e t .  

Renew if required. Refer to  Specifications in th i s  
manual for O-ring replacement information. Before 
reassembly, wipe O-rings and mating surfaces  c lean.  
Apply a thin f i lm  of high vacuum grease continuously 
over the  O-ring, 

b) W i p e  a l l  surfaces  inside the  case and facing on the  
vacuum clean and dry. 

c )  Assemble with clean hands and on a clean work 
surface.  

light metallic spring clamp pressing the wires to  the  
flask bottom. A coating of Dow Coming vacuum grease 
on the  wires and clamp enhances the thermal contact. 

2.5 MODIFICATION 
The CRYOFLASK is designed for ease of assembly 

and disassembly. T h i s  is intended to  facilitate the further 
modification of the unit i f  desired. When planning modifi- 
cat ions,  consider the vacuum integrity, the minimization 
of additional heat leaks and the need for low emissivity 
of surfaces facing the vacuum. 

NOTE: In any warranty case where modification 
by the customer is involved, T I  will not be 
responsible for restoration t o  the modified 

- 2  - 
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3.1 

condition. Further, TI reserves the right 
to refuse warranty service when in the 

judgement of TI such modifications have 
been responsible for the failure. 

SECTION 3 - FILLING THE CRYOFLASK WITH LIQUID HELIUM. 

LIQUID HELIUM 

When the CRYOFLASK i s  fully assembled, the follow- 
s teps  are  required to  transfer liquid helium into the inner 
flask: 

STEP 1 - VACUUM 

The vacuum space  should be evacuated for insulation. 
STANDARD 

The standard procedure i s  to  a t tach a vacuum line 
from a vacuum pump to the vacuum coupler on the  
valve on top of the CRYOFLASK. Open the valve to  
evacuate. Close the valve to s e a l  after evacuation 
and disconnect from the vacuum line. Any small 
mechanical pump i s  adequate, such as one  with a 20 
to 30 liters/min. (air atmospheric pressure) capacity 
and ultimate vacuum of a few microns. Observe the 
pressure with a thermocouple vacuum gage. 

ALTERNATE NO. 1 
Evacuation may be omitted entirely. This  resul ts  

in more nitrogen loss if pre-cooling i s  used and rel ies  
on cryopumping a t  helium temperatures t o  freeze out 
the gas in the vacuum space  during transfer. This  
wastes liquid helium and resul ts  in a coating of air 
frost on the flask and any equipment attached to i t .  
The valve should be initially closed and remain 
closed if this technique is used. 
ALTERNATE NO. 2 

Purge the vacuum s p a c e  of air, fill with a sl ight  
over pressure of CO,, and then close the valve. T h e  
C 0 2 ,  freezes out during pre-cooling with liquid nitro- 
gen resulting in a good vacuum for insulation. T h i s  
leaves a COz frost on the flask and any equipment 
attached to  i t .  Final  helium transfer will provide 
cryopumping to complete the evacuation. 

STEP 2 - PRE-COOLING 
When possible, the flask and radiation shield should 

be pre-cooled with liquid nitrogen. Pre-cooling conserves 
the more expensivehelium and results in longer operating 
time per filling. T o  pre-cool, simply fill the  flask through 
the f i l l  tube with liquid nitrogen. The nitrogen may be 
poured in directly or pumped into the flask. A small  funnel 
with a lead-in-tube i s  quite adequate. (See Figure 2. )  

The vacuum space  must be sea led  before pre-cooling. 
This  means either the valve is closed (with or without 

vacuum), or the valve i s  open and connected to a pump 
for continuous pumping. 

CRYOFLASK 
STEM 

FIGURE 2 
FUNNEL FOR FILLING WITH NITROGEN 

During the pre-cooling period occasionally top off the 
nitrogen level. Some spilling a t  the top i s  desirable  a s  
this gives the  nitrogen good opportunity to contact the 
heat exchanger. 

Only a few minutes are  required t o  pre-cool the f lask.  
The radiation shield takes  longer. 15 minutes i s  the mini- 
mum recommended time. Nothing more will be gained after 
1 hour. The lower the shield temperature when helium i s  
transferred, the longer the helium will l as t .  The curve in 
Figure 3 illustrates this  effect. (See next page) 

At the end of the pre-cooling period, the liquid nitro- 
gen must be removed from the  flask. 
This may be accomplished by: 

a) 

b) 

Pouring out (turn upside down) 

Boiling off with a heater (being careful to  quit apply- 
ing heat as soon a s  the nitrogen i s  gone to  avoid 
reheating) 
Pressurizing the flask to  drive the nitrogen out c )  

Alternate c )  will require a special ,  simple manifold 
( see  Figure 4). Liquid helium transfer should be made 
within 10 to  15 minutes af ter  the nitrogen i s  removed. 

Pre-cooling may be omitted or shortened a t  the expense 
of additional liquid helium during transfer and decreased 
hold time. 

3 -  
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NOTE 
SHADED AREA REPRESENTS VOLUME OF LIQUID 
HELIUM IN CRYOFLASK AT TIME OF TRANSFER 

PART NO 
SERIAL NO - 

TIME FOR SHIELD TO TIME I N  HOURS --J- HELIUM GONE 

REACH FINAL TEMP. 

--TOTAL HOLD TIME 

FIGURE 3 
RELATIVE BOIL-OFF RATE 

1" 
STEP 3 - TRANSFERRING LIQUID HELIUM 1 METAL TUBING r 

A B - 

STOPPER 

I I  

cl 
FIGURE 4 

SUGGESTED MANIFOLD FOR REMOVING 
LIQUID NITROGEN AFTER PRE-COOLING 

Liquid helium may b e  transferred from convent ional  
s torage  dewars  us ing  a vacuum jacke ted  transfer tube 
with provis ions for a pressure  forced transfer.  

See Figure 5 (next page) for a typical laboratory set-up. 

T h e  typical s equence  for liquid helium transfer follows: 

a )  PREPARATION 
a-1 

a-2 

CRYOFLASK pre-cooled and nitrogen emptied.  

Helium g a s  pressure  l ine  ready to  u s e :  

Supply tank valve open. 

Supply tank  regulator v a l v e  s e t  a t  3 to  5 ps ig .  

Bench va lve  open.  

Bench-to-hoist h o s e  a t tached .  

Hoist-to-transfer-tube h o s e  not a t tached  a t  t rans-  
fe r  tube end. 

Hoist  valve c losed .  
Attach hoist-to-transfer-tube h o s e  to  large end of 
transfer tube and open hois t  valve t o  purge t h e  inner 
tube with helium gas .  L e a v e  g a s  flowing through tube. 

Remove c a p  on neck of s torage  dewar. 

Remove h o s e  from end of transfer tube and immedi- 
ately s t a r t  insertion of tube into neck of s t o r a g e  

- 4  - 
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VACUUM JACKETED 
TRANSFER TUBE 

-7 TRANSFER TUBE PRESSURE 
T V A C U U M  COUPLING REGULATOR 

\ \ \ \TRANSFER TUBE 
PRESSURE COUPLING 

I I 

FIGURE 5 
LIQUID HELIUM TRANSFER 

dewar. T h i s  should b e  done s lowly ,  with up and down, 
scrap ing  motion t o  s c r a p e  off frost  and minimize the  
c h a n c e  of forming a plug. 

Turn off ho is t  va lve .  

When tube  i s  completely s e a t e d  on neck of s t o r a g e  
dewar wai t  a moment until  blow-out through t h e  tube  
pressure  fi t t ing i s  quiet .  T h i s  blow-out will  b e  more 
or l e s s  violent depending on t h e  speed  of tube inser- 
tion into s torage  dewar. 

Attach hoist-to-transfer-tube h o s e  t o  tube pressure  
fi t t ing.  Hois t  gage reading will  r i s e  and probably 
osc i l la te .  Oscil lation may b e  s topped by s l igh t ly  
opening t h e  hois t  valve.  

R a i s e  h o i s t  and move into posit ion t o  lower output 
end of transfer tube in to  the  fi l l  tube of the  CRYO- 
FLASK. 

Lower hois t  carefully t i l l  tube bottoms in CRYOFLASK, 
then r a i s e  approximately one inch. 

Open h o i s t  valve and use t h i s  valve to  prevent pres- 
s u r e  o s c i l l a t i o n s  and t o  regulate pressure.  Transfer  
pressure  between 6 and 8 ounces  is usual ly  the  most 
conserva t ive  of the  helium. Particularly a t  the  s t a r t  
of the  transfer t h e  pressure  may b e  much higher,  even  
with t h e  va lve  c losed ,  due t o  the  high boil off in t h e  
s t o r a g e  dewar caused  by tube insertion. 

k) A s  t h e  transfer pressure  i s  cont inued,  four e v e n t s  
occur  in  sequence :  

k-1 

k-2 

k-3 

k-4 

T h e  cold helium cools  down the  ins ide  jacke t  
of the  tube.  

When the  tube i s  co ld ,  then cold helium s t a r t s  
t o  enter the  f lask  to cool  i t .  T h i s  i s  ev idenced  
by a s i z a b l e  plume of frosty blow-out from t h e  
CRYOFLASK fil l  tube.  

When t h e  f lask  i s  co ld ,  then i t  wi l l  begin t o  
co l lec t  liquid helium. T h i s  will  b e  evidenced 
by the disappearance of the  previous plume and 
a drop and increased  s tab i l i ty  of the  transfer 
pressure a s  read on the  hois t  gage. 

When the  flask i s  full ,  the plume will  reappear.  
Allowing this t o  cont inue will  w a s t e  hel ium, 
but a few moments of continued transfer a t  t h i s  
point will  rapidly cool  the sh ie ld  with resu l t ing  
longer hold time. If the  outs ide  jacke t  of the  
tube f ros t s  a t  any time, s t o p  the  transfer immedi - 
a te ly  by proceeding the  next s tep .  T h e  tube 
vacuum jacke t  h a s  failed and must b e  t e s t e d ,  
repaired and repumped before using. 

1) 

m) 

Disconnect  the  h o s e  from the  tube 

Turn t h e  hois t  valve off. 

- 5 -  
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3 . 2  

n )  K ; i i s r  the hoist to remove the tube from the CRYO- 
E’I.ASK. 

Movt. tht. hoist away and lower. 
Rrmove the  tube f r o m  the s torage dewar. 

o) 

p) 
q)  The transfer i s  complete. Return the equipment to 

normal positions. 

The preceding sequence i s  given only as  typical. In 
s o n i e  c a s e s  the s torage dewar i s  fixed and the CRYO- 
FLASK i s  carried to it for filling. In other c a s e s ,  an 
intermediate transfer dewar may be used.  Operators should 
wear face masks, gloves and aprons for protection. 

CAUTION: SKIN CONTACT WITH LIQUID 
NITROGEN OR HELIUM CAN RESULT 
IN SERIOUS BURNS, FROST BITE 
A N D  PERMANENT INJURY. 

USING LIQUID OTHER THAN HELIUM 
The CRYOFLASK may a l s o  be used with liquid Hydro- 

gen, Neon or Nitrogen with corresponding hold time and 
operating temperature according to the  nature of these 
gases .  The  procedure for neon and hydrogen i s  essent ia l ly  
the same as for helium except, of course,  that hydrogen 
requires spec ia l  care  because of i t s  explosive nature. 
(Consult the literature or Texas Instruments.) Liquid 
nitrogen may be transferred as described above, under 
Pre-cooling. Best  hold times with nitrogen require ultra 

high vacuum technique. Ilowever, a s  liquid nitrogen i s  
inexpensive and easy  to use,  i t  may not be worth t h e  
extra trouble required to take full advantage of theCHYO- 
FLASK vacuum capability. 

3.3 EXPLOSIONS 
Liquid Hydrogen i s ,  of course,  highly chemically ex- 

plosive. All cryogenic liquified gases  present another 
explosive nature in that they a re  capable of conversion 
to  a gas  at high pressure. The volume ratio for the cryo- 
genic liquids ranges between 600 and 700. This  means 
that 1 liter of the liquid converts into 600 to  700 liters 
of the  gas  a t  standard pressure, or into 600 to  700 atmos- 
pheres pressure a t  the same volume. This  extreme pres- 
sure  does not occur in practice because vesse ls  like the 
CRYOFLASK will rupture before these extreme pressures 
occur. Even s o ,  such an explosion can be dangerous. 
Accordingly, it is important that the fill tube of the 
CRYOFLASK be clear  and either vented to the atmosphere 
or connected to  an act ive vacuum pumping line a t  a l l  
times. The  introduction of any liquid or gas  (other than 
helium) into the fill tube may result in freezing a sol id  
plug in the tube. 

CAUTION: OBSERVE PROCEDURE OUT- 
LINED IN SECTION 4. le .  

Should th i s  happen try t o  break the plugloose by tapping 
i t  with a rod or melt i t  with a jet of warm helium gas. 

SECTION 4 - VACUUM AND THE CRYOFLASK 

4.1  PUMPING ON THE HELIUM IN THE FLASK 
TO LOWER THE TEMPERATURE 

U.S. Department of Commerce, National Bureau of 
Standards, NBS Nomograph lo*, “The  1958 He‘ Scale of 
Temperature” tabulates  liquid Helium temperatures a s  a 
function of vapor pressure. By connecting a vacuum pump 
of sufficient capacity to  the  CRYOFLASK, the  vapor 
pressure of the  Helium in the inner flask. may be lowered 
to  obtain a lower operating temperature. 

Pumping to  lower the temperature requires: 
a )  A mechanical vacuum pump of sufficient capacity 

(e.g. the Welch 1397 pump, capacity of 375 l i ters  
per minute) can provide helium vapor pressures below 
3.9 mm corresponding to  temperatures below 1.5%. 
Larger pumps may be used to obtain temperatures 
s l ight ly  lower. 
A precision Dressure gage to  measure the vapor pres- 
s u r e  (e.g. the Texas  Instruments Fused Quartz Pre-  
c is ion Pressure Gage). A 0 - 800 mm of Hg fused 
quartz Bourdon tube can resolve 1 0  micron pressure 
variations over the entire range. This  corresponds 

b) 

-6 - ‘20 cents  per copy from the Superintendent of Documeqts. 
us Government Printing Of f i ce .  Washington 2 5 .  D C. 

to a resolution in measurement of *O.OOl°K from 1.5” 
to  4.3’K. A low temperature thermometer may be used 
in place of or in addition to the pressure gage, e.g. 
Texas Instruments Model 341 Type 104 (sealed) or 
Type 104A (vented) Germanium Thermometer. 

c )  Manifolding and regulating valves for CRYOFLASK 
pump and gage connection, for pressure regulation. 

d) A pumping baffle i s  required on some models. The  
pumping baffle i s  a small metal d i sc  about 1 / 4 ”  dia - 
meter, The  disc  i s  s y p e n d e d  from the vacuum con- 
nector by a small wire, rod or tube. This support 
should place the disc  approximately 1/4” above the 
lower end of the lower fill tube. This prevents osci l -  
lation of the gas. 

e )  At the conclusion of the  pumping operation turn 
off the  vacuum pump and monitor pressure to  insure 
that the flask i s  a t  atmospheric pressure before 
venting to the atmosphere. Venting to atmosphere 
when the  flask i s  a t  lower than atmospheric pres- 
sure  may result in freezing the inrushing air into a 
plug in the vent tube. 
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CAUTION: A s  volume expands 600 to700 times 
on returning from the solid s t a t e  to the 
gaseous s ta te ,  freeze out gases  should 
not be allowed to  accumulate. T h e  vacuum 
integrity of the outside c a s e  can be roughly 
checked by allowing the flask to return to  
room temperature and noting whether a i r  
i s  sucked in or blown out when the vacuum 
valve i s  opened. 

Since Helium will not freeze out, if there i s  il Helium 
leak between the flask and insulation space ,  gaseous 
Helium accumulates and a c t s  as a conducting heat leak. 

Evidence of a Helium leak i s  rapid Helium boiling 
and frosting of the outside c a s e .  Helium leaks must be 
repaired if the CRYOFLASK i s  to  operate satisfactorily. 

4.3  LEAK DETECTION 

a)  Large external leaks may be found using an  air, nitro- 
gen or other gas  line to  pressurize (10 to 20 psi)  the 
inside of the case. Connect i t  to the vacuum valve 
and search suspect locations by us ing  some form of 
bubbling leak detector such as Leak Tek.** 

Smaller leaks may be found by connecting a vacuum 
pump and a thermocouple type vacuum gage t o  the 
vacuum valve and searching for leaks by applying 

b) 

acetone to suspec t  locations. The gage indication will 
r ise  rapidly when the acetone covers a leak. 

Another method for the determination of flask leaks 
i s  to connect a second pump to the inner f lask.  If 
there is a flask leak, the gage meter indicatlon of 
the insulatingvacuum will decrease (improved vacuum) 
when the  second pump is turned on. 
T h e  location of very small leaks requires the u s e  of 
a Helium Mass Spectrometer type leak detector. 

T o  determine whether or not there i s  a leak in the 
inner flask, squirt a few cc’s of acetone into the 
flask tube and plug the fill tube. An increasing pres- 
sure  indication on a thermocouple gage indicator 
connected to  the external flask indicates a leak in 
the inner flask. This does not isolate  the location 
of a leak in the inner flask. T o  repair the inner f lask 
disassemble the CRYOFLASK and perform the appro- 
priate t e s t s  (Paragraph 4.3, a ,  b, and d) on the f lask 
sub-assembly to  locate  the leak. 

c )  

d) 

e )  

4.4 LIQUID NITROGEN 

When liquid nitrogen is used as the refrigerant, the 
vacuum insulation i s  more critical. Since liquid nitrogen 
will not cryopump, a s  will neon, hydrogen and helium, 
the vacuum insulation must be provided by other means. 
Bes t  resul ts  require excellent technique, s e a l s  and pump- 
ing equipment. 

SECTION 5 - MAINTENANCE AND REPAIR 

Maintenance cons is t s  largely of cleaning and replacing 
O-rings and possibly an occassional s t rut .  

Repair usually involves metal working and finishing.Due to 
the simplicity of the CRYOFLASK structure ,no detailed de-  
scription of such  operations i s  given. 

NOTE: Repairs involving the vacuum integrity 

and the surface f inishes  facing onto the  
vacuum space ,  require spec ia l  knowledge 
and technique. T h i s  is not obvious to  per- 
sonnel unaccustomed t o  cryogenic and 
high vacuum equipment design and fabrica- 
tion. Therefore, when in doubt, consult 
with or return the unit to  the factory. 

SECTION 6 - SPARE PARTS 

Each CRYOFLASK has  a nameplate with a ser ia l  number. 
When ordering spare  parts, specify this number and then order 

the parts by name, referring to  Figure 1 and Table of Dimen- 
s ions ,  Appendix A. 

**Leak Tek, Div is ion of American G a s  and Chemical,  Inc. 
P. 0. Box 101, New York 28, New York. 
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APPENDIX A 

SP ECI F I CATION S SHE ET 

MODEL NO. ':Lj' - 
SERIAL NO. 136 
CAPACl TY 1 1 i t,tlr 

HOLD TIME (MEASURED) 5 t o  6 h a u r s  

O-RINGS 

Location Parker Size No. 

. I  - 11 

2 - 20 
:, - O Z Z  
4 

WEIGHT 20 1bS. 

OVERALL HEIGHT 15.25 i : l c ~ r e ~  
OVERALL DIAMETER 6.24 Yr;,Ue:: 
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TEXAS INSTRUMENTS INCORPORATED 

PRECISION CRYOGENIC INSTRUMENTATION 

The CRYOFLASK* employs a new approach to provide a 
s tab le  cryogenic environment with heretofore unattainable effi- 
ciency and economy. In operation, the escaping cold vapor 
passes  through a heat exchanger to cool the aluminum radiation 
shield surrounding the Helium f lask,  thus eliminating the need 
for t h e  conventional liquid Nitrogen jacket. Further, insulation 
i s  provided by evacuating al l  the s p a c e  between the Helium 
f lask and the  outer case. 

The  CRYOFLASK i s  designed for use  in operational and 
laboratory applications requiring liquid Helium, Hydrogen, 
Neon, and Nitrogen at  temperatures to 1°K, and provides such 
features as :  

Economical operation 
All metallic construction 
Can be easi ly  and completely disassembled 
N o  Nitrogen jacket  
Easy access to work space  
Optional optical windows and electrical feed-thrus 
Optional Buna N or Indium O-ring top and bottom plate s e a l s  
Vacuum fittings on fill tube and mating vacuum connectors 
High vacuum valve on pumping connections 

The  CRYOFLASK i s  available in a number of bas ic  models 
and s izes .  

MODEL CLF 

Model C L F  CRYOFLASKS are  general purpose dewars. They 
can b e  eas i ly  adapted by the user to  su i t  a wide variety of 
applications, including field emission microscopy, laser  re- 
search,  detector research, cryopumping and material s tudies .  

MODEL CCF 

Model C C F  CRYOFLASKS a r e  similar to  the C L F  models 
except for the ta i l  or cold finger extension of the Helium flask 
needed for those applications requiring a cryogenic environ- 
ment in a confined space.  Model C C F s  have a modular bottom 
construction so that  user  can change cold fingers to  su i t  a num- 
ber of different applications. 

MODEL CLW 

Model CLW CRYOFLASKS are  small, light-weight, general 
purpose dewars,  for u s e  in applications where weight and size 
are  a t  a premium. CLW flasks have the same general advantages 
as the C L F  models. They can be used in almost a l l  exis t ing 
airborne cooled detector systems. 

MODEL ND-2 

The ND-2 is a rugged miniature metal dewar designed for 
cooling detectors  to  Nitrogen temperatures. 

* A Trademark of Texas Instruments Incorporated 

SPECIAL PURPOSE DEWARS 

CRYOFLASKS have been engineered to provide maximum 
flexibility and versatility. However, in the event a new config- 
uration i s  required for a spec ia l  research problem, our engineer- 
ing staff s tands ready to work with you to furnish a CRYO- 
FLASK that  will meet your most exacting requirements. 

WINDOWS 

Windows on the  s i d e  of the CRYOFLASK must be specified 
at  the time the CRYOFLASK is ordered s o  that the c a s e  can be 
milled and bored. Window mounts a re  removable to provide inter- 
changeability and will b e  bored to customer specified diameters. 
Thru bore and counterbore may be drilled anywhere within the 
1-3/4 inch circle defining the opening into the CRYOFLASK 
case. 

To Order: 

Specify for each window: 

A. If window i s  to  b e  located on the  bottom of the CRYO- 
FLASK specify the location of the thru bore and count- 
erbore center l ine in relation to  the vertical axis  of 
the  CRYOFLASK and the zero reference mark. 
If the window i s  to  be on the s i d e  of the CRYOFLASK. 
specify: 

1. Angular position, clockwise from 0' reference 
point. (Note: Vibration eliminating s t ruts  a re  fixed 
at  30°, 150'. and 27OU.) 

B. 

2. Thru bore center l ine vertical dis tance below the  
work surface. 

C. Diameter of the thru bore and counterbore. 

ELECTRICAL FEED-THRU-CONNECTORS 

To Order: 

Specify for each connector: 

A. Location - on top of flask or angular position clock- 
wise from the 0' reference point if connector i s  to be 
mounted on the s i d e  of the flask. 

Connector type (vacuum tight connectors must b e  used). 
Recommended connectors: 

B. 

6 pin Cannon GS02-14S-6D -112 

10 pin Cannon GS02-18SdD-112 

TO ORDER YOUR COMPLETE CRYOFLASK 

1. 

2.  
3. Specify electrical-thru connectors 

4. 

Specify bas ic  f lask,  s e a l  and work s p a c e  

Specify windows material and/or window 

Specify accessories ,  e.g. extra window mounts, extra bot- 
tom plates ,  connector blank, e t c  



HOLD 
TIME WEIGHT 

MODEL HOURS (LBS) A C F H B D E G 

CLF - l/2 SD 12 10 3.50 4.75 6.35 6.00 2-3/4 14.35 ll.15 3.55 
CLF-1SD 3.50 4.75 10.75 6.00 2-3/4 18.75 15.57 3.55 

CLW - 1/2 10 9 1.50 
As - 3.50 1.00 1/2 12.10 2.00 Spcified 

- 1.50 6.24 4.00 2-3/4 5.00 2.00 2.25 
8 CCF - 1/2 CF 12 1.50 6.24 6.00 23/4 5.00 2.00 4.25 

1.50 6.24 8.00 2-3/4 5.00 2.00 6.25 
- 
- 

CLF- 1 14 15 5.00 6.24 7.00 7.00 2-3/4 15.20 12.00 3 50 

1.50 6.24 4.00 - 2-3/4 10.00 2.00 2 25 
CCF - 1 12 16 1.50 6.24 6.00 - 2-3/4 10.00 2.00 4.25 

1.50 6.24 8.00 2-3/4 10.00 2.00 6.25 - 

CLF - IRS 
Rotating Seal 14 18 3.50 500 2.50 6.00 1.75 17.78 14.58 2.55 

CLF - 3 30 20 5.00 6.24 14.35 7.00 2-3/4 22.52 19.32 3.47 

- 1.50 624  4.00 2-3/4 17.82 2.00 2.25 
CCF - 3 28 21 1.50 6.24 6.00 2-3/4 17.82 2.00 4.25 

1.50 6.24 8.00 2-3/4 17.82 2.00 6.25 
- 
- 

CLF 5 28 5.00 6.24 24.00 7.00 2-3/4 32.50 27.50 3.50 

CLF-5MD 
Superconducting 60 28 4.20 6.24 - - 20.00 31.00 26.00 2.00 
Magnet Dewar 

- - ND-2 2 1 ,406 2.00 - .66 6.00 .087 

MODEL 
FIGURE 1 
CLF CRYOFLASK 

MODEL CLF 
CRYOFLASK 

TO LOCATE W W W I S .  
MYNECTMIS. ETC. 
I) SPECIFY ROTATION 

CY U VIEWED FROM 
TOP. 

fd SPECIFY VERTICAL 
POSlTlOW IN INCHES 
A S + A W V €  AND 
-BELOW COLD 
SURFACE 

1-20 THDS TO MATCH 
TI VACUUM COUPLER 

MCUNnNE RING 3 HOLES. 
CLEARANCE FMI I/C 
BOLTS EQUALLY SPACED. 
H VIA B M T  CIRCLE 

1-20 TPDS TO MATCH 
TI VAWUY COUPLER 

ZERO REFERENCE 

HlOH VACUUM VALVE 

Y W N T H O  RlNO (SPLIT) 
REYWABLE. ROTATAmE 

CASE 

RADIATION SHIELD 

FLASK 

COCO WORK SURFACE 

WORK SPACE 

I)OTTOM RIND SEAL 



To LOCATE WINDOWS. 
COWNECTORS. E X .  
I) SPCClfV ROTATION 
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fR0M TOP 
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MODEL CLF 1 RS 
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w 

FIGURE 2 
MODEL CLF 1RS CRYOFLASK 

TO LOCATE W-. 
CcunEcTona. ETC. MODEL C L W - l l 2  
I1 SPECFY ROTATDM CRYOFLASK 
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1-n e)= 
CASE. 
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SME V lEI IC i  W I N W I  
( O P T I W U I  
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1-20 Trios TO YATCH 

POP-OFF, ETC 

T I  VACUUM COUPLER 

HlEH VAWUY VALVE 

TOP T RlNO SEAL 

USE 

RADIATION SHIELD 

FLASK 

COCD WORK SURFACE 

DOTTOY V- RlNO SEAL 

*oRI W E  
SOTTOU VIEWNO WINDOW 
I S T A N D M 1  

FIGURE 3 
MODEL CLW - 11’2 CRYOFLASK 

LIGHT WEIGHT AIRBORNE 



TO LOCATE -. 
CONNECTORS. ETC W E L  CCF 

CRYWLASK 
I) ¶PEClFY R O T A T M  

c w m m o n w  

CZO THOS TO MATCH 
T I  VACUUM COWLEI) 

HlDH VACWM VALVE 

I-lo TIQS TO MATm 
TI VACUUM COUPLER 
TOP -0- RIW SEAL 

RADIATION SHIELD 

BOTTOM -0. RIN. SEAL 

WINDOW MTO. R I M  

FIGURE 4 
MODEL CCF CRYOFLASK 

‘COL D-F I NG E R ” 

MODEL CLM 5 MD 
CW AS VIEWED MAGNET CRYOFLASK FROM TOP 

If4.DIA.FOR ELECTRICAL K WRING OPERATION 

LEAm 

M . M A .  FOR RETRANWERRINIJ 

LI SPECIFY VERTICAL 
FQSlTlON IN  
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ON FLASK FOR MOUNTING 
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COLD WORK SURFACE 

WORK SPACE 

BOTTOY -0. RING SEAL 
c a 

FIGURE 5 
MODELCLM5MDMAGNETCRYOFLASK 



FIGURE 6 
MODEL ND - 2 NITROGEN CRYOFLASK 

COUNTERBORE MUST BE 
WITHIN THIS CIRCLE 
(COUNTERBORE IS .IM DPJ 

MOUNT IS .250 THK. 

/SHIELD 

VIEW OF CASE WITH VIEW OF CASE WITH SECTION SHOWING WINDOW 
WINDOW MOUNT REMOVED WINDOW MOUNT INSTALLED MOUNTING DETAILS 

WINDOW MOUNT DETAIL 

FIGURE 7 
WINDOW MOUNT DETAIL 



d \  litrlomqtcr, using ~ ~ i l l i t i i ~ i ~ ( l ~ i ~ i ~ t l  single crystal pmn;iniuiii as the tcnil)erature-sensitive resistive 
clement, has I)ecn coiistructc(l and 111icriiir(l :it 2'K w i t h  ;I noise ecluivitlcnt p(nvcr of SX10-13 w a d  a time 
constant of 400 pscc. Sensitivities ;ilqiroiidiing thc limits sct I JY therinotlynamics h;ive I~eeii nchievetl, antl 
i t  is slioivn that the 1);ickground r;illiiitioii limited or I3I.IP condition C:LII I)e s;itisticd at 4.2"K;. '\n alqirwsi- 
mate theory is tlcvelopc~l which tlcscrilJes 11112 Iierlorinance of the tlevicc and aids in the tlrsign of Iiolonicters 
with spccific propcrtics. The cnlcul;~tccl noise cquivalcnt 1)oiver at O.S"K, for a time coilstant of 10-3 scc, 
is lo-" w. The tlctcctor is suitalilc for use i n  Iioth iiifriirctl and niicro\savc aplilications. 

INTRODUCTION 

atlvaiitages inherent in tlie opcr;ttioii uf iller- 

development of a number of cryogenic txdoincicrs.l-4 
'rhe sensitivities of thesc dctcctors have, il l  gener;11, bccn 
limited by some form of cycess electrical noise r;rtlier 
than by unavoidable therniill fluctuirt ions.b Jjy using 
single-crystiil g;illium-dopctl gcrm;rniiim" for 1,olomctry 
in the liquid-helium temperature riiIigc, sensitivities 
have been obt:rincd close tu L tic thcoreticd limit. The 
tinic c o n ~ t i t ~ i ~  of the germ;rnium bolometer ;it 2°K is 
variable from less than 1 0 - 6  sec to m;riiy scc~iiitls, i \ i l t l  
the rcsponsivity Citn exceed 105 vdts/wirt t .  

Excess- electrical noisc in the p-type gerin;rnium used 
in the holomcler has bccn measured below 4.2'K :rnd 
above 20 cps. It is ncgligiblc at current levels comp;wible 
to the required bias currqnls. The  inherent detector 
noise, meiisured :it small apcrturcs, is divided nlmost 
cqudly between Johnson noise ;rnd phonon rioihe. 
l'hotoii noise niay predominate :it larger ;rpcrtures, de- 
pending upon the temperature of the backgrouritl. For 
an aperture of 180° antl n background tempcrnturc of 
300°K, it is shown that the inherent detector noise nt 
4.2'K is much less thaa photon noise, thus the l m k -  
ground limit can be achicvcd. By cooling the clctcctor 
below 4.2'K the background limit ciin be achicvecl for 
even smaller apertures arid lower backgroltncl tempera- 
tures. The rapid responsc of the germanium I~olunicter 
has bccn obtained by utilizing the low t1icrm;tl ciipicity 
and high thcrmal conductivity of germanium at low 
temperatures. 

THE mal detectors :it low temperatures Iiirve led to the 

. .  . .  

' D I*. i\nrlre\es, R.  M. Milton, and W. (le S d i o ,  J. 0l)t. Soc. 
AIII .  36. S I X  (1946). 

The theory which describe3 the performance of room- 
temperature bolometcrs7~~ citn be ;ipplicd with certain 
modilicat ioiis to tlic prehcnt low tcmpcrnture device. 
Tlic olJscrvcd propert i c b s  of scvcritl gcrmaiiiuni bolome- 
ters ;tgrec well with the calculations. 

EXPERIMENTAL DETAILS 

1;igurc 1 stiows tlic csscntial fc;itures of the cxperi- 
incnt;tl arr;riipemcnt. ?'lie bolomctcr elements were cut 
from it suitably d o ~ ~ e i l  single crystal, and were lapped 
and etched to thv desired thickness. I3ccause of the 
piezorcsist;iiicc of germanium ;it low temperature, i t  is 
neccssiiry to mount the element in a strain-free m;iiiiier. 
The clc*ment is supported in its evacuated housing by 
the two elcctrical Icnils. These leirtls provide the only 
apprecia1)lc thermal contact with the bath. This method 
of c o t i s t r u c t i o i i  allows the thermal conductnnce to be 
vnried sevcral tlccadcs by chnging the diameter, length, 
and composition of the leads. The thermal conductivity 
of the germanium is s~iflicientlyhigh so that the temperii- 
lure a t  the center of tlie element rcm;tins very nearly 
equal to that a t  the ends. 

Absolute noise measurements were carried out with a 
low-noise, v;tcuuni-tuhc an~plifierig R wave andyzcr with 

BACKGROUND ( 3 0 0 . K )  

SOURCE (1s) I-, 0 .  _ _  

W I N D O W  ( T o )  
Ge E L E M E N T  (1) 

EVACUATE 0 
ENCLOSURE ( T o )  

I 
I 'I"- '11 HELIUM CRYOSTAT 

FIG. I .  Schcniatic ilixgriiiii showing the arrangement of the 
;iIq);iriittis ilnd the tenilicrittures of the various Iiarts. 

. .~ . .~ 

1300 
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an effective-noise bandwidth of 5.75 cps, and a true-rms 
voltmeter. The load resistor, grid resistor, and blocking 
capacitor were placed in the cryostat to reduce Johnson 
noise. 

Blackening the surface of one of the bolometers 
allowed its responsivity to be measured optically. The 
500'K blackbody radiation was admitted to the low- 
temperature, evacuated housing through a cooled 
sapphire window. The blackening was necessary for two 
reasons: (1) so that the emissivity could be taken to be 
approximately unity and (2) to avoid an intrinsic nega- 
tive photoconductive effect which was observed. Ue- 
cause of this photoconductive effect, illumination with 
visible light causes an increase in resistance of the 
partially compensated gallium-doped germanium when 
i t  is at helium temperature. After the intrinsic radiation 
is removed the resistance returns to it's original value in 
a time less than 10-3 sec. 

T = response time constant 
7' 

S = dE/dQ= responsivity 
z = dE/dZ= dynamic resistance 
NEP 

Ma =Jones' figure of mcritlOJ* 
D* = a+/"?= specific detectivity" 

= C/G= thermal time constant 

= signal which produces unity signal-to-noise 
ratio for unity bandwidth 

Referring to Fig. 1, we see that the incident radiation 
consists of two parts: the constant background Q nnd 
the alternating signal A@. Although Q is generally much 
greater than AQ, the cooled window may, in some cases, 
be used BS a filter to remove most of the background 
radiation so that A Q r Q  a t  the bolometer. A@ is always 
much less than P. If Q>>P the bolometer cannot func- 
tion in a useful manner, which leaves only the two cases 
Q<<P and @El'. 

With no signal applied, we have under steady-state 
THEORY conditions a tkancE Getween the total power dissipated 

in the bolometer and the power flowing to the bath, 
The following empirical relation for the resistance 

versus temper;i&e of the bolometric material has been G(T-To)=P+Q!. (3) 
deduced from measurements between 1.1' and 4.2'K, If 0 is not small comrxucd to Y we can define a tem- c ~~ 

.!'?''e R"(TtJT)A, (1) perature T,' given by'C(l'o'-To)=Q so that 

where Ro is the resistance at temperature 1'0. The con- 
stant A is approximately equal to 4 but must be de- 
termined for each bolometer. The temperature coeffi- 
cient of resistance Q can thus be written as 

CY ( T )  EE 1/ R (dR/d7') = - A /  T. (2) 
Using these approximate relations, expressions will be 
developed for the responsivity S, the time constant 7 ,  

and the noise equivalent power NEP. 

RL = load resistance 
R 
E 
I 
P= EI 

'1' 
TO 
4= T/To= reduced temperature 

The following definitions will be employed : 

= electrical resistance of bolometer element 
= voltage iicross the bolometer element 
=current through the bolometer element 
=electrical power dissipated in the bolometer 

=temperature of the bolometer element 
=temperature of the bath or heat sink 

element 

(4) G( T -  2';) = P. 
The result is a degradation in performance arising from 
the higher effective bath temperature TO'. The larger C 
the smaller the effect. If, on the other hand, Q is small 
compared to P,  Td-2'0, and we can proceed with the 
usual small-signal analysis based on the steady state 
equation, 

We will assume throughout that G is independent of T ,  
although not independent of To, and for simplicity take 
the load resistance to be very large, Rr,>>R. 

The usual expressions'J' for the low-frequency re- 
sponsivity can be written as 

G( T-  Tu) = P. (5) 

For a bolometer with a single time constant, 

T = L-/ (C-(YP). 

1'. =temperature of the radiation source The Dararnetric euuations for the load curve are 
U =area of bolometer element 
1 =thickness of bolometer element E (  T )  = [GR (1'- To)]', 

(7) 

U= al =volume of bolometer element I (1') = [GR-'( T- To)]'. (9) 

Q 
(1 = temperature coefficient of resistance 

= background radiation power incident upon Substituting for 
as an  explicit function of TI 

and using Eq. (S), s can be written 
bolometer 

A() = applied radiation signal 

W=P+C>+AQ= total power dissipated in bolometer 
C 
C 

= angular frequency of applied signal S(T,T") = w 

= tliermal capacity of bolometer element 
=: thermal conductance between bolometer ele- 14 It.  Clark Joncs, Adutrnccs in Elcclronicr (Academic Press Inc., 

11 R. Clark Jones, Proc. f l l i  47, 1495 (1959). 
New yo&, 1953), vel. v, 

ment and bath 
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For a given bath temperuture TO, S has a maximum 
value which depends only on the constant A .  In Fig. 2, 
Eq. (12) is plotted for three values of A ; the dashed line 
shows the position of the maximum for other values of A .  
For A - 4 ,  the optimum value of d, is 1.1, giving, 

1 8 0 -  

l ~ o  

Ro. 2. Equation (12) is plotted for three values of A .  The 
dashed line shows the position of the maximum for other values 
of A .  Experimental oilits nre shown for n bolometer with A -3.85, 
C-183 rwatt/'K, f;0-2XlWn, and T0-2.15'K. 

The response time constant becomes 

Introducing expressions (1) and (2) we have, where 
d,= T/To, 

Ro 
* (12) 

the square rcot of the area. Therefore, the specific de- 
tectivity D* cannot be used as a valid means of com- 
parison with other detectors. For a given bath tempera- 
ture and NEP, Eq. (17) gives the appropriate value of 
C. The area and thickness can be varicd separately to 
obtain the minimum time constant. 

The thermal time constant T' can be calculated from 
the dimensions of the element using the measured value 
of G and the following relation for the thermal capacity1* 

C= 6.8X lCr6T3v joules/"K. 

r is then given by Eq. (14). T can be measured by ob- 
serving S ( w )  versus w .  Using the measured load curve 
R(T) and Eq. (S), the thermal conductance can be 
obtained with good accuracy. To determine the re- 
sponsivity S a t  a given operating point, it is necessary 
to obtain R, 2, and E from the load curve. Jonese has 
given the following useful expression for S, 

(18) 

S= (2- R)/2E. (19) 
If the thickness is fixed, the product of N E P  and T I  

does vary as  the square root of the area. Therefore, using 
Jones' criteria,1° the germanium bolometer qualifies as a 
class I1 detector. Jones' figure of merit for class I1 de- 
tectors is defined as 

M*= 2.12x 10-'O(af)'(KEP)-', (20) 

*0° 7 - 7 7  

(13) "O 1 
(14) I E O \  i r  

From Eq. ( S ) ,  the optimum value of P is O.1TG. 

pared by using this approximate expression for S,,,. 
The Johnson noise and the phonon noise can be corn- 100 

Equivalent Johnson noise power no - 

= (4RTR) i/Sm.,~1.4(4kT&)'. LOAD LINE ( R ~ . ~ ~ I O ~ ~ )  

Phonon noise power= (4kTdG)i. - 
The NEP, in the absence of photon noise, is the sum 40 - 

of these two nearly identical noise powers, 

hTEPZ4 To (RG) '. 
Thus the inherent noise equivalent power depends only 
on the bath tempcrature To, the value of G, and Boltz- 
mann's constant k.  Since G is the thermal conductance 
of the leads, the N I P  is independent of the dimensions 
of the detector element. This has the important rcsult 
that, unlike most detectors, the NEI' does not vary as 

E ( V O L T S )  

FIG. 3. I.oad curve for il tyl~ical t)oIonleter at TU=2.1S0K, 
-~ ---- with load line showing olJliniuin ol)crating 1)oint. 

vL 1'. €r. Kcesom and N. Pciirlrnan, P h p .  RCV. 91, 1347 (1957). 
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where j = w / 2 ~ =  1/27rr, ;ti id u is the ;ire;t of t he  bolomc- 
ter element i n  squarc ccntinicters. Jla is dimcnsionlcss 
and independcnt of G atid t l .  'The following relation can 
be obtaincd by means of Eqs. (17) ;Itid (18), 

AI, a [ U 0 5 ] - i .  (21) 

In  the small signal analysis given above tlie assump- 
tion was made that the backgroutid radiation Q is srnnll 
compnred to 1'. This is not the casc if the dctector views 
a hot background through ;t l u g e  npcrturc. Under tlicse 
conditions the figure of mcrit is no longer indcpcntlent 
of the magnitude of Q. I t  hits nlrcatly bcen notetl that 
the constant heating produced by the background radia- 
tion is equivalent to an increase i n  thc bath temperature 
TO to n higher value 7';. Applying Eq. (21),  the reduced 
value of the figure of merit Mi c;tn bc ~xpressed as 

I t  is therefore possible to maintain a high figure of merit 
in the presence of large amounts of incident radiation 
by increasing the thermal contact with the bath. AS G 
is increased tlie time constant decreases and the NEP 
increases. 

If the detector noise iz , .Aier than the photon noise 
generated by background radiation, then the detector 
is said to satisfy the BLIP co i~d i t ion .~~  Pctritzt4 has 
pointed out that for room temperature thermal detectors 
the BLIP condition is approached more closely by in- 
creasing the time cmstant.  It is interesting that when 
a thermal detector is operated with its heat sink a t  a 
temperature much lower than the temperature of the 
background, the DLII' condition can be satisfied by 
decreasing the time constant. 

TABLE I. Characteristics of a typical gernianium bolometer 
and the carbon I)olometer of I<oylc antl I<odgcrs.' 

Ge Ijolorncter C IJolonictcr ~ _ _ _ _  _____ 
To(%) 2.15 2.1 
o(cm*) 0.15 0.20 
I(cm). 0.012 0.0076 

I K I (L>) 5.ox 10' 3 2x 10' 
R Til) ' 
Z(W 
s (vowwatt) 

1.20x104 1 2 x 1 0 6  
5 oox 103 5 2x 10' 
4.5X103 2 1 X l W  

I . .  
9 0.12 0.13 

f (Cl)S) 200 13 
C (rw;ttt/"K) 183 -36 
Noise (volt) 2x10-9 l . 6 X  lo-' 

( w c )  400 1x10' 

Measured NEI' (watt) 5x 10-13 1 x 10-11 
Calculated NEI' (watt) 4.3x 10-18 I x 10-13 
BIZ 2.3X lo3 20 

cin (cps)b 

( watt ) I 
I 8 X  10" J.5X 10'0 D* ___ 

. ______._ ____ ._____I___._-.. ~ . ~ _ _ _ _ _ _  
-_. 

1;. Hurstcin and C .  S. l'icus, "B;tckgrouiitl liniitctl iiifr;trcd 
detection," papcr presentccl :it II<IS, 1;elJru;wy 3, 1058. 

I' K. I.. Pctritz, Pror. II<I1 17, 1458 (1959). 

'O-" F--- - - - -7  3.2 I 10-5 SEC 

N E P  
( W A T T )  

IO'' 

0 1 2 3 4 5 6 7  
TEMPERATURE ("K) 

FIG. 4. Teniperature variation of NEP given by Eq. (17).  
Measured values are included for a typical bolometer. The values 
of T were calculated from Kqs. (14) antl (21) by using t=lOp 
and n=0.1 cm*. 

EXPERIMENTAL RESULTS 

By means of Eq. (20), the responsivity for different 
bias currents was detcrinincd from the load curve shown 
in I'ig. 3. These data are plottcd in Fig. 2 for comparison 
with the tlicoretical curves given by Eq. (12). The re- 
sistance versus temperature \vas measured n t  a power 
level below lO-'w, and the results were fitted to Eq. (1) 
by the method of least scpires, yielding II = 3.85 with a 
corrclat ion coeficictit of U.9997. G was calculated from 
the load curve and the R(1') data. 

As a chcck on the clectrical measurements, tlie re- 
sponsivity of one bolometer was measured optically 
using a 500°K blackbody source. The agrccmcnt be- 
tween the optical and electrical data \v;ts within the 
estimated error of about 20%. Under no conditions did 
the total incident power cxcced leE w. 

Noise voltage measurements were carried out at 200 
cps with an absolute accuracy of 10%. The integrating 
time of therms voltmeter wts suficicnt to allow relative 
me;tsuremerits to be mule with an accuracy of 3%. \Vith 
the amplifier input shorted, the rms noise voltage for a 
1-cps bandwidth was 9.7X l e 9  v. Since no change was 
observed when tlic bolometer was connected to the 
input of the amplifier, t he  total holometcr noise must 
have I m t i  less t h a n  2X v. Excess current-dependent 
iioisc \vas ol~servable only a t  higher currents arid lower 
frequencies. 

?'lie charxtcristics of a typical Gc bolomctcr are 
suniniarizcd ill Table I. Similar data  are included for 
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the carbon bolometer of Boyle and Rodgers.' Values for 
U* are included but have limited significance. A more 
valid comparison with other detectors c;in be made by 
using Jones' figure of merit M2. 

Equation (17) gives the temperature variation of the 
N E P  in the absence of photon noise. The smooth curves 
in Fig. 4 show this variation for three constant values 
of G. The experimental point a t  2.15"K was taken from 
Table I. The other two points are for the same bolometer 
but, because of the temperature variation of the thermal 
conductivity of the leads, the values of G ;ire different. 
The values shown for T were calculated for I= IO LC and 
0=0.1 cm2. 

By increasing Ro, responsivities greater than lo5 
volts/watt have been obtained a t  2'K. By decreasing 
the thickness it has been possible to shorten the time 
constant to sec without decreasing the area. 

DISCUSSION 

The germanium bolometer, by virtue of its low noise 
and fast response, possesses a figure of merit at 2'K 
two decadcs gre:itcr than any other thermal detector 
and three dccades greater than the Golay cell. Sensi- 
tivity can be .traded for speed to achieve optimum per- 
formance in given app!i;,;>+'-w. 

The BLIP condilioii for an aperture of 180' and a 
background temperature of 300'K is satisfied at 4.2"K, 
the boiling point of liquid helium, if the value of G is 

watt/dcg. For an area of 0.1 cm?, Q is 1.5XlW* 
watt and To' ecluals 5.70% The inhcrcnt detector-noise 
power taken from Fig. 4 is 2.7X10-12 IV. This is to be 
compared with t he room temperature radiation noise 
equivalent power of 1.8X lo-" w. The time constant 
under these conditions would be 5OX 10-a sec. 

In  applications \vhere radiation noise can be elimi- 
nated, there is much to be gained by opcritting a t  the 
lowest possible temperature. At O.S°K, the practical 
lower limit for existing cryostats, a figure of merit of 
10" should be attainohle. Figure 4 indicates that at this 
temperature a time constant of second and a noise 
equivalent power of w would result if G were 
chosen to be lo-' watt/deg., and if current noise should 
remain unimportant. For these conditions the electrical 
power P is 5x w, a value within the limits set by the 
cooling capacity of cryostats using liquid Hes. These 
arguments indicate that it is possible to construct a 
thermal detector compantble in sensitivity to the photo- 
multiplier and the radio receiver but capable of efficient 
operation in all parts of the spectrum. 

ACKNOWLEDGMENTS 

Valuable assistance in constructing and testing the 
bolometer was given by 0. Hendricks and I<. Stinedurf. 
Thanks are also due to Dr. G .  K. \Valters, Dr. J. Ross 
Macdonald, and D r .  R. L. Petritz, for their helpful dis- 
cussions and suggestions concerning this work. 



VITA 

Graham Galloway was born in Stamps, Arkansas,  on August 20,1939, 

the son of Mr. and Mrs.  L. D. Galloway, Jr. 

After graduation f rom Stamps Public Schools in 1957, he entered The 

University of Texas, subsequently receiving a B. S .  degree in Elec t r ica l  

Engineering in  January 1962. 

P a r t  t ime employment a t  The University of Texas includes three  

yea r s  as a dormitory Counselo? and Supervisor for the Men's Residence 

Halls, one year as a Research  Assistant for the Defense Research 

Laboratories,  and one year a t  the presently held position of Research  

Engineer with the Elec t r ica l  Engineering Research Laboratory. 

Permanent  address :  Lewisville Road 

Stamps, Arkansas 71860 

This  t hes i s  was  typed by Mildred D. Thomas 


